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Class 50—Amplifier, Modulator and Coupler Units—Electronic 


Converters— Mixing Panels 


3.50-1 


CHAYY, TYRE FIRST ASSIGNED FOR | AMARA | 


NAVY TYPE NAVY DRAWIN: 
DESIGNATION FIRST ASSIGNED FOR | GRAPERR ANG, 


cc- 50000 8c XA-8139 
AMPLIFIER 

POWER 

12/29/31 RT-149A W-7350404-G-1 
NOV. 41 T-7659030 
cc- 50001 168 XA-8211 
POWER AMPLIFIER 

115 V. UNIT. 


@ OUTLINE P-7760209 


3/4/32 RT-144-A 7350410 G-1 
HOV. 41 6 SEE ABOVE 
cc- 50002 138 XA-8211 


POWER AMPLIFIER 
230 V. UNIT. 


@ OUTLINE P-7760209, 
3/4/52 RT-144-8 W-7350410 G-2 
Nov. 41 @ SEE ABOVE 


cam 50003 JL+1 & JL-2 5SRESOFI079 
AMPLIFIER 
FOR SOUND COMPENSATOR. 


3/26/32 4514 SK. #2355 
NOV. 41 


rW- 50004 JC & JC “RW 50F 442 
AMPLIFIER 


6/9/32 
NOV. 41 


rw- 50005 Jc & JG RW SOF 443 
AMPLIFIER - CABINET 
FOR TYPE 50004 AMPLIFIER, 


8/1/32 . 
NOV. 41 

=. efw 50006 - dK 
AMPLIFIER © 
SOUND RECEIVER, 


14/29/32 
NOV. 41 


cc- 50007 RAF XA-8454 
AMPLIFIER - LINE 


12/9/32 . 47461148 
NOV. 41 


cave - | BHEAGTHNES —|__ SRANMIATTNERS, 


crv 50008 RAE 
AMPLIFIER 
COMBINING UNIT. 


12/13/32 EA-38A} 
NOV. 41 MI-8620 ; 


crv 50009 RAE 
AMPLIFIER > LINE 
RECORDER. 


12/13/32 ES-SAI 
NOV. 41 


cBy 50010 JK 
AMPLIFIER 
SOUND RECEIVER. 


5/8/33 
NOV. 41 


cey 50010-A uk 

RECEIVER AMPLIFIER 

15 10 55 KC OPERATES FROM 110 TO 120 
VOLTS. SINGLE PHASE 60 CYCLES. 


Nov. 41 


crv 50011 UA 
AMPLIFIER - LINE 
WITH TYPE 63019 FILTER. 


5/15/33 
NOV. 4! 


crv 50012 UA 
AMPLIFIER - LINE 
WITH TYPE $3020 FILTER. 


6/15/33 
NOV. 41 


crv 50013 UA 
AMPLIFIER ~ LINE 
WITH TYPE 63021 FILTER. 


6/15/33 
NOV. 41 


crv 50014 UA 


AMPLIFIER - LINE 
WiTH TYPE 53022 FILTER. 


6/15/33 
NOV. 41 


ASSIGNED 


crv 50015 UA 
AMPLIFIER - LINE 
WiTH TYPE 53023 FILTER. 


5/15/33 
NOV. 41 


cN- 50016 RG-3 
AMPLIFIER-RADIO FREQUENCY 
TUNED. ‘ 


9/8/33 (2612) 
NOV. 43 


cau 50017 a8 
AMPLIFIER 
SOUND RECEIVER. 


2/1/34 
NOV. 41 


cem 50018 ac S5RESOFIO82 
AMPLIFIER 
SOUND RECEIVER. 


2/1/34 «= 68 
NOV. 41 


cau 50019 ac SSRESOFIOSI 
SENSITIVITY CONTROL 
FOR USE WITH C8M-50018. 


2/1/34 455E 
NOV. 41 


cem 50020 NM S5SRESOFIO83A 
AMPLIFIER 
SOUND RECEIVER 


2/1/34 
NOV. 41 


cen 50021 NM 
SENSITIVITY CONTROL 
FOR USE WITH CBM-50020. 


2/1/34 
NOV. 4t 


crv 50022 RAA-1 
AMPLIFIER ASSEMBLY 
INTERMED LATE AND AUDIO FREQUENCY. 


3/6/34 
NOV. 41 


pave | MAURRAS | BRANATATUNETA 


CONFIDENTIAL 


ore | “ORGAO 


NAVSHIPS 900,109 


ORAS ON 


cRV50022-a RAA-3 
AMPLIFIER ASSEMBLY 
UNTERMEDIATE AND AUDIO FREQUENCY. 


[rast ASSIGNED FOR | HAMA 


Converters— Mixing Panels 


SAM THN, 


crv 50024-c RaB-3 
AMPLIFIER 
AUDIO FREQUENCY 


Class 50—Amplifier, Modulator and Coupler Units—Electronic 


oa FIRST ASSIGNED FOR e aa | 


CBM 5003 1-a JK-2a SSRESOFIOSS 
AMPLIFIER 
SAME AS 50031 EXCEPT OMITS "RED-LIGHT" 


OUTPUT. 


' VV/18/35 12/10/35 6O3S-A 
VN/18/35 NOY. 41 NOV. 41 
NOV. 41 
‘ cay 50025 NM-1 BSRESOFIOB8OA CBN 50032 NM-t@ 
crv 50023 Raat 5 ‘ 
5 AMPLIFIER AMPLIFIER 
AMPLIFIER ASSEMBLY SOUND RECEIVER. 
INTERMEDIATE AND AUDIO FREQUENCY, 
S/21/34 12/20/34 B74F 
3/6/34 Nov. 41 NOV. cat 
NOY. 41 P 
crv 50026 RAE-1 
A 
CRY 50023-A RAB-2 AMPLIFIER = COUPLING aces R : 
AMPLIFIER ASSEMBLY 25 = 38 KILOCYCLES 
INTERMEDIATE AND AUDIO FREQUENCY. ? 
8/5/34 FAAIAL T-6013t! 
W/10/35 NOV. 41) MI-8622 ° aneen 
NOV. 41 7 7 
cBM 50027 Qc-2 
cRV50023-8 RaB-2a ee com 50034 JL-4 
AMPLIFIER ASSEMBLY AMPLIFIER 
INTERMEDIATE AND AUD{O FREQUENCY. A.C. SUPPLY. 
V/10/35 nova: Bera 4/18/35 $14-C 
NOV. 41 NOV. 41 
cBy 50028 WM-2 
crv 500 QC-38NM~5 
CRV50023-C RaB-3 AMPLIFIER he eee 
AMPLIFIER ASSEMBLY 
INTERMEDIATE AND AUDIO FREQUENCY. 
T/T134 . 
1/18/35 Nov. 44 Ake K-823552 
NOV. 41 NOV. 
cam 50029 Qc- cr¥ 50036 TBH-f & 2 
teal BMA Tes ARS AMPLIFIER AMPLIFIER > AUDIO 
AUDIO UERECUENCY INPUT [MPEDANCE 250 OHMS: OUTPUT IM- 
PEDANCE 500 OHMS; 90 DB MAX. GAIN? MAX. 
OUTPUT 50 MILLIWATTS. PLUS OR MINUS 1 
DB. 60-8000 C.P.S. 
11/28/34 5680 4 7 
sy1ds sa ihe a; ea oP-4 1-600934 
NOV. 41 ¥ 
cau 50030 NG-2 cem 50037 Qc-4 
crv 50024-a RAB-2a AMPLIFIER 
MP R 
AMPLE IBIER RECEIVER AMPLIFIE 
AUDIO FREQUENCY. 
12/14/34 599 12/10/35 §99-E 
1/10/35 NOV. 41 Nov. 41 
NOV. 41 
cam 50031 JK-28QB-1 SSRESOFIOISA cey 50038 NM-4 
crv 50024-6 RAA-3 AMPLIFIER RECEIVER AMPLIFIER 
AMPLIFIER 
AUDIO FREQUENCY 
12/14/34 596A 12/10/35 699-0 
11/18/35 NOV. 41 
NOV. 41 Nov. 41 
ASSIGNED 
issued 
pare | MAWREAGTHEER'S | SANHTACTNAREA pare | AMMRAGHRES | BAWHKACTIONIRS, DATE AEH. SENATE ch 
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Class 50—Amplifier, Modulator and Coupler Units—Electronic 


RAYE FIRST ASSIGNED FoR | HAY DRAWING 


cay 50039 NH-5 
AMPLIFIER 


SSRESOFIO9SA 


2/26/36 674-G 
NOV. 41 


cen 50039-a Qc-1b 
AMPLIFIER * FOR CONVERSION 
OF DESDIV 19, QC-ta EQUIPMENTS FOR 16 
KC OPERATION, SAME AS 50039 EXCEPT 
PHONE RELAY OMITTED. 


SSRESOFIO96A 


12/28/36 568 H 
NOV. 41 


cem 50040 QC-5 & QC-5a S5RESOFIO9SA 
REC-AMPLIFIER 

SIMILAR TO C8M-50039 EXCEPT FOR FRE- 
QUENCY(24 KCS) AND ADDITION OF PHONE 
SHUNTING RELAY, (REASSIGNED NAVY TYPE 
-46097). 


2/23/36 $68-F 
HOV. 41 


cen 50041 QC-5b 
REC - AMPLIFIER 
SIMILAR $0 -50040 EXCEPT 18 KCS. 


2/23/36 668-6 
NOV. 41 


can 50042 NH-6, 64,-7 
AMPLIFIER - 17-1/2 KC 
£ 8%. (RECTIFIER UNIT 20050.) 


4/23/36 721 
NOY. 41 


cW- 50043 RAM 
AMPLIFIER UNIT |F-AF 
RANGE: 200 - 1500 KC. 


4/24/36 
NOV. 41 


cw- 50044 RAM 
AMPLIFIER UNIT IF-AF 
RANGE: 1500 - 13,575 KC. 


4/24/36 
NOV. 41 


cre 50045 ds RW 135A 136 
DIRECTION FINDER COUPLING 
UNIT. 220 TO 1500. KC. 


8/4/36 
NOV. 41 


Converters—Mixing Panels 


3.50-3 


BND [ras assioao ron | AAR, | 


NAVY IYER, dense ASSIGNED FoR | NAY QRAWING, 


cen 50046 HM 4a 


“ AMPLIFIER - 18 KC FOR 


RATHBURNE. 


12/28/36 599F 
NOV. 41 


cre 50047 = cxt 
AMPLIFIER ASSEMBLY 
FOR INTERPHONE SYSTEM. 


T/NO0/37 262 
wOov. 41 


cem 50048 JL-5 
BINAURAL AMPLIFIER 
FIRST USED IN OUTPUT OF ---41005 
COMPENSATOR. 


BSRESOJTIOOA 


11/22/37 742A 
NOV. 41 


cRV 50049 NoS-57688 

LINE AMPLIFIER 

SAME AS 50009 EXCEPT WITHOUT BAND PASS 
FILTER. 


12/20/37 
NOV. 41 


crrk 50050 bu 
COUPLER UNIT 
220 TO 8000 KC. 


1/19/36 L-70416-1 L-70416- 
NOV. 41 


crr 50051 bv 
COUPLER UNIT 
220 To 1500 KC. 


1/19/38 N-90161-1 N-90161-1 
NOV. 41 


cre 50052 ow 
COUPLER UNIT 
220 TO 1500 Kc. 


V/t9/38 N-70416-2 N-70416-2 
NOV. 41 


cre 50053 DU & OW 
COUPLER UNIT MTG BASE 
FOR USE WITH TYPE -50050 & 50052 UNITS. 


1/19/38 A-AII827 A-AL1827 
wOV. 41 


crrk 50054 OV 

COUPLER UNIT HIG BASE 

WITH RUBBER SHOCK REDUCERS - FOR TYPE * 
-60051 UNIT. 


1/19/38 A-C55253-1 A-C55253-1 
NOV. 41 


crv 50055 CRV-50064 
SPEECH AMPLIFIER 
FREQUENCY RANGE 300 TO 3000 KC. 


3/25/38 P-717164 REV O 
NOV, 41 


cc- 50056 Yec-2 

POWER AMPLIFIER 

FREQUENCY RANCE: 4 TO 26 MC; OUTPUT: 60 
TO 40 KW, 


10/18/38 4A13A1 
NOV. 41 


RaA- 50057 oc 
LOOP COUPLING UNIT 
15 KC TO 120 KC. 


2/3/39 
NOV. 41 


ra- 50058 Kad 

AMPLIFIER UNIT 

| KW OUTPUT; BUILT-IN RECTIFIER UNIT FOR 
OPERATION FROM 440 VOLT, 3 PHASE. 60 
CYCLES, 


5/12/39 
NOV. 41 


crv 50059 CENERAL USE RE 13A B67A 
VACUUM TUBE KEYER UNITS? 

AMPLIFIER CONVERTER AC TO DIFFERENTIAL 
DC. SIGNAL FREQ 300 TO 10,000 CY, PER 
SECOND. MAX KEYING SPEED 500 WORDS PER 
MINUTE. @NPUT 110 TO 120 VOLTS 50 TO 60 
CY. AC. OUTPUT DC, 1 WATT, #600 OHMS. TO 
PERFORM SAME FUNCTION AS -$0009. 

6/27/39 

NOV. 41 


cyF 50060 RAU 

RECORDER PRE-AMPLIFIER 

FREQUENCY RANGE O TO 200 CYCLES. FOR 
OPERATION FROM 115 VOLTS, 60 CYCLES. 
GNCLUDES VOLTAGE REGULATOR CIRCUITS. 
SAME AS 50109. 


7/25/39 CYCLORAY CUFIP-39579 
OCT. 42 AMPLIFIER sub 0 


cRR 50061 DU-1 & OW-! 
COUPLER UNIT 
FREQUENCY RANGE 200 TO 1500 KC. 


4/24/40 L-71901 REV B 
NOY. 41 


L 


pate MOMUASTIBER® | SANEAPTUEA 


care | MAAGTHORS | AANHRACTA A, 


pare MATES BRANHEAT TRE 


CONFIDENTIAL 


NAVSHIPS 900,109 


Converters—Mixing Panels 


Class 50—Amplifier, Modulator and Coupler Units—Electronic 


ee ee ee ee ee 
50068 * SEE BELOW RA4GF2Z89A 
cre 50062 DU-1 & OW-1 VOLTAGES, cay-50065-aA1 


COUPLER UN!T MOUNTING BASE 


4/24/40 A-27518 REV A 


NOV. 41 


cue 50063 # SEE BELOW 

SINGLE PRESELECTOR 

FREQUENCY RANGE 550 TO 32000 KC IN 6 
BANDS. INCLUDES INTERNAL RECTIFIER FOR 
OPERATION FROM 110 V, SINGLE PHASE, 60 
CYCLES, MOUNTED IN A STEEL CABINET, 


* GENERAL USE (NOS-97767). 


6/10/40 08-20 CATALOG 
BAR, 42 
crv 50064 * SEE BELOW 


SPEECH INPUT EQUIPMENT 
CONSISTING OF THE FOLLOWING ITEMS: ONE 
CRVY-S0055 SPEECH AMPLIFIER; ONE 


CRV-StO011 CHEST MICROPHONE ASSEMBLY; TWO 


CRV-29017 RECEIVER INPUT ATTENUATORS; & 
THO CRVY-51008 HANDSET ASSEMBLIES. 

* TBL-2. TBL-3, TBL-4 & TBL~S. 

6/18/40 

NOY. 41 


CQE50064-A *SEE BELOW 

SPEECH INPUT EQUIPMENT 

CONSISTS OF (1) NAVY TYPE CRV-50055 
SPEECH AHPLIFIER, (1) HAYY TYPE CRV- 
51008 HANDSET ASSEMBLY AND (2) NAVY 
TYPE CRV-29017 RECEIVER INPUT ATTENU- 
ATORS, SAME AS CRV=80064 EXCEPT FOR 
*#FOR USE WITH TBL SERIES. 

10/12/43 

MAY 45 


CQe50064-A 
OMISSION OF THE NAVY TYPE CRY*51011 
CHEST MICROPHONE ASSEMBLY AND ONE NAVY 
TYPE CRV-51008, 


caY 50065 

MODULATOR UNIT 
ADJUSTA3LE FOR OPERATION FROM 115 VOLTS 
OC; 230 VOLTS DC; 220 VOLTS 3 PHASE, 60 
CYCLES OR 440 VOLTS, 3 PHASE 60 CYCLES. 


TBM-4, 5 4 6 


7/31/40 P-7706949 
NOV. 41 SuB 3 
cAY 50065-A TeM-7, 8 


MODULATOR UNIT 

ADJUSTABLE FOR OPERATION FROM 115 VW DC, 
230 V OC, 220/5/60 OR 440/3/60. SAME 
AS -50065 EXCEPT EMISSION SWITCH, WHICH 
HAS SAME ELECTRICAL RATING BUT REQUIRES 


A SLIGHTLY LARGER SHAFT HOLE & MOUNTS BY 


THREE SCREWS INSTEAD OF ONE. 
30/2/41 P-7706949 SUB 3 
DEC. 41 


CRY- 50065-A1 «SEE GELOW 

MOOULATUR UNIT; 

ADJUSTABLE FOR OPERATION FROM I11SV DC, 

259V OC, 220/3/50, OR 440/3/60. SAME AS 
-80065-A EXCEPT HAS ADDED THYRITE DISCS 
TO HIGH VOLTAGE MODULATION TRANSFORMER 

TO REDUCE THE HIGH PEAK NEGATIVE 

&IBA+7 THROUGH V4 


cAY- 50665-8 TBM SERIES (SHORE) 
MODULATOR UNIT: 

SUPPLY: 115V DC, 230V OC, 220/3/60 OR 
440/3/60. SAME AS -S0065-A EXCEPT THY- 
RATE O1SCS HAVE BEEN ADDED TO THE HIGH 
VOLTAGE MODULATION TRANSFORMER TO REDUCE 
NEGATIVE PEAK VOLTAGES. SIMILAR TO NAVY 
TYPE +5026! MODULATOR UNIT. 

6/6/44 

HAY 45 


cay 50066 TON-6 
MODULATOR UNIT 
FOR OPERATION FROM 220 VOLTS, 3 PHASE, 


25 CYCLES. 


7/31/40 
NOY. 41 


P-7706949 SUB 3 


cCAY- 50066-A TBM SERIES 

MODULATOR UNIT 

SUPPLY: 220/3/25. SAME AS -50066 EXCEPT 
FOR EMISSION SWITCH, WHICH HAS SAME 
ELECTRICAL RATING BUT REQUIRES A SLIGHT- 
LY LARGER SHAFT HOLE ANO MOUNTS BY 3 
SCREWS INSTEAD OF ONE. 


6/6/44 
MAY 45 


cAY- 50966-8 18M SERIES (SHORE? 
MODULATOR UNIT? 

SUPPLY; 220/3/25. SAME AS -SO066-A EX- 
CEPT EXTRA ROTARY SWITCH HAS BEEN ADDED 
TO CUT OUT A RELAY ON THE LAND LINE CON- 
TROL VNIT. 


6/6144 
NOV. 44 


50067 * SEE BELOW RAG6F208B 
ANTENNA COUPLING UNIT 
FREQUENCY RANGE: 3150 TO 200 KC; 200 TO 
4000 KC AND 4000 TO 30,000 KC; USES ONE 
WAVY TYPE CW-47171 TRANSFORHER, 


* 8655 & 56 ANT. SYSTEM 
8/28/40 
NOV. 41 


50067-a * SEE BELOW 
ANTENNA COUPLING UNIT 
FREQUENCY RANGE: 160 TO 200 KC; 200 TO 
4000 KC; AND 4000 TO 30,000 KC. AR- 
RANGEO FOR MOUNTING ON A VERTICAL SUR- 
FACE. USES ONE NAVY TYPE CW-47171 
TRANSFORMER. SAME AS BASIC NUMBER 
* BB55 4 56 ANT. SYSTEM. 

6/30/41 
NOV. 41 


RAGGF208E 


EXCEPT FOR DIFFERENT END 50067-a 
SEAL SPECIFICATION TO FACILITATE LINE 
INSTALLATION AND A NEW TYPE BOX LID 
CONSTRUCTION TO MINIMIZE GAS LEAKAGE. 


RECEIVER COUPLING UNIT - 

RAA/RAB. FREQUENCY RANGE: #50 TO 200 
KC, 200 TO 4000 KC AND 4000 TO 30,000 KG 
ARRANGED FOR MOUNTING ON A VERTICAL 


SURFACE. USES ONE NAVY TYPE Cw-47171 
TRANSFORMER. 
* 8855 & 56 ANT. SYSTEM. 
8/28/40 
NOV. 41 
50069 * SEE GELOW RE46F291A 


RECEIVER COUPLING UNIT - 

RAK/RAL. FREQUENCY RANGE: 150 TO 200 KC 
200 TO 4000 KC & 4000 TO 30,000 KC. 

USES ONE NAVY TYPE CW-~47171 TRANSFORMER. 
ELECTRICALLY THE SAME AS NAVY TYPE 
-50068 EXCEPT ARRANGED FOR MOUNTING ON A 
* 8B 55 & 66 AHT. SYSTEM. 

8/28/40 

HOV. 41 


HORIZONTAL SURFACE. 50069 


cex 50070 JL-9 

BINAURAL AMPLIFIER 

CONSISTS OF THO IDENTICAL THREE-STAGE 
RESISTANCE COUPLED AMPLIFIERS WHICH 
HAVE AN ADJUSTA3LE NEGATIVE FEED-BACK 
BETWEEN THE OUTPUT & INPUT STAGES IN 
ORDER TO. OBTAIN EQUAL GAIN IN EACH 
AMPLIFIER. 
9/5/40 7428 
NOV. 41 


60018 ALT O 


cc- 50071 Tec-3 

POWER AMPLIFIER 

FREQUENCY RANGE: 4 TO 26 MC; OUTPUT 50 
TO 40 KW. SANE AS NAVY TYPE CG-50056 
EXCEPT FOR SLIGHT CHANGE IN COMPONENTS. 


10/14/40 4AS3B1 
NOV. 4! 


P-+7762768 
REV 0 


Ra- 50072 ob 

PRE-AHPLIFIER 

INCLUOES A TYPE 6C5 VACUUM TUBE; 
AMPLIFIES OUTPUT OF PICK UP. 


10/12/40 
NOV. 41 


64F101 


cre 50073 oP 

AMPLIFIER & !MPLUSE UNIT; 

INCLUDES AN AMPLIFIER FOR OUTPUT OF A 
TYPE RA-S1025 PICK UP AND A 10 TUBE 
IMPULSE UNIT TO OPERATE ONE HALF OF A 
TYPE CEV-60015 IMPULSE RECORDER. IN- 
CLUDES A RECTIFIER UNIT FOR OPERATION AT 


3 AMPS FROM 115 V, SINGLE PHASE, 60 CY. 
§1/12740 


NOV. 41 


cco- 50074 TBC-3 

50/40 KW POWER AMPLIFIER 

FREQUENCY RANGE: 4000 TO 26000 KC; CW 
Cal); EQUIPMENT SUPPLY: 440 VOLTS, 3 
PHASE, 25 CYCLES. SIMILAR TO CG-§007! 
EXCEPT FOR POWER SUPPLY. 


11/28/40 4A1382 P-7763143 REV O 


3/17/44 NOV. 41 
MAY 45 ASSIGNED. ASSIGNED 
Issugp HI! ISSUED 
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R¥- 50075 GENERAL USE RM46F265 RM- 50080-a GEN. use RW- 50086 * SEE BELOW RW 52F 250A 
MiXER & KEY CLICK REV O DIVERSITY MIXER: TRANS 2) SS VON CINE COUPLING RW 5O0A 491 
ELtMINATOR, THREE CHANNEL MIXER WITH UNIT. FREQUENCY RANGE 2000 TO 18,000 


IMPULSE SUPPRESSOR CIRCUIT. 


1/36/41 
NOV. 41 


RwW- 50076 RAC-1 
BARRAGE UNIT 
FOR COUPLING LOOP AND ANTENNA TO RF 


AMPLIFIER. 


RW SOF 475 


2/7/41 
DEC. 41 


RW- 50076-A Rac-ta 

BARRAGE UNIT 

FOR COUPLING LOOP AHO ANTENNA TO RF 
AMPLIFIER. SAME AS BASIC NUMBER EXCEPT 
FREQUENCY RANGE EXTENDED TO COVER 16 TO 
160 Kc. 


1/22/44 
BAR. 44 


Rw 50077 RAC+1 RW SOF 476 
RF AMPLIFIER 
FREQUENCY RANGE: 12 TO 80 KCS. 


DETECTOR. 


INCLUDES 


2777/41 
pec. 41 


RW- 50077-A Rac-la 

RF AMPLIFIER 

FREQUENCY RANGE: 16 TO 80 KC. SAME AS 
BASIC NUMBER EXCEPT FOR FREQUENCY RANGE. 


V/22 744 
KAR. 44 


RW- 50078 RAC-3 RW SOF 477 
AF AMPLIFIER 
INCLUDES TONE FILTERS FOR 800 AND 100¢ 


CYCLES, 


2/7/44 
DEC. 41 


cna 50079 RBE RE 13A 594A 
DIVERSITY COMBINING UNITS 

NOUNTS ON STANDARD RELAY RACK, OPERATES 
FROM 115 V, 58/62 CYCLES AC. COMBINES 
THE OUTPUT OF THREE RADIO RECEIVERS FOR 
DIVERSITY RECEPTION. AUDIO INPUT 1 V AT 


INCLUDES LIMITING DEVICES WHICH GREATLY. 
INCREASE RANGE OF INPUT SIGNAL. INCLUDES 
PSOLATING METHODS WHICH PRACTICALLY 
ELIMINATE INTER~CHANNEL {NTERFERENCE, 
INCLUDES IMPROVEO IMPULSE SUPPRESSING 
AND SIGNAL EXPANDING METHOOS WHICH GREAT- 


3/28/45 RMSOFI94D 
APR. 45 ALT O 
(LY HVCREASE FLEXIZtLITY RM-5O0080-A 


AND RANGE OF CONTROL. PROVIDES FOR SUB- 
STITUTION OF db METERS FOR MILLIAMMETERS 
AND REARRANGEMENT OF FRONT PANEL AND 
WHREING CHANGES: USES ONLY ONE POWER SUP- 
PLY INSTEAD OF 2. HAS GREATER SENSITIVE 
TY TO INPUT SIGNALS. SERVES SAME FUNC- 
TION AS TYPE +50080 BUT IS AN IMPROVED 
MODEL. MOUNTS ON 19 INCH RELAY RACK 
PANEL. 


ec- 50081 TCG 

50 KW POWER AMPLIFIER 

FREQUENCY RANGE: $0 TO 150 KILOCYCLES; 
OUTPUT 50 KW CWCA1). OPERATES FROM 230 
VOLTS, 3 PHASE, 60 CYCLES.” 


3/31741 
NOV. 41 


4A14A1 T-7966321 REV O 


RA- 50082 KaQ 

MODULATOR UNIT 

PROVIDES HODYVLATION FOR TYPE RA-$2200 
RADIO TRANSMITTER AT 175 TO 225 KCS. 


AFZAL 
HOV. 41 


cay 50083 ATA 

MODULATOR UNIT: 

USES NAVY TYPE CBY-21626 DYNAMOTOR, 
PLUG-IN FOR OPERATING FROM 28 (22 TO 30) 
VOLTS DC, 5.8 AMP FOR VOICE AND 7.8 AMP 
FOR CH. HAS RECEPTACLES FOR INTERCONNEC- 
TION WIRING TO TRANSMITTER REMOTE CON- 
TROL UNIT, AND TRANSMITTERS. USED IN 
§/20/41 CBY:5013-4-E 
AUG. 43 CBY:7797-4-A 


c8Y50033 
SCREEN MOOULATION OF NAVY TYPES CBY- 
62208 TO -52211 IKCL. AND CBY-52232. 


cay 50084 ATA 

MODULATOR UNIT MOUNTING 

BASE. PROVIDES ANTI-SHOCK MOUNTING FOR 
TYPE CBY-50083 MODULATOR. 


KC. FOR COUPLING MODELS SERIES TAF “AND 
TBK RADIO TRANSMITTING EQUIPMENT TRANS-~ 
MISSION LUNE TO ANTENNA. 


* TBF & TBK SERIES. 
725041 
MAR, 43 


ciF 50087 AYE 

DUAL AUDIO AMPLIFIER 

PROVIDES AMPLIFICATION OF OUAL 500 
CYCLE FIELD RADIATED BY GROUND SYSTEM. 


10/6/41 
oec. at 


RW- 50088 GENERAL USE RW SOA 265A 
OIPLEX ANTENNA COUPLING 

UNIT; CONSISTS OF AN AOJUSTABLE 
INDUCTOR ANO TWO NAYY TYPE CiM-481274 


CAPACITORS. 


7/31/41 
MAR, 42 


RW- 50088-A RHSOFS97A 
OIPLEX ANTENNA COUPLING 
UNIT: SAME AS -50088 EXCEPT FRAME AND 
COVER MADE OF STEEL INSTEAD OF ALUMINUM, 
AND CASE 18 1/2" LESS tN OEPTH. 


RW SOF 497 


375743 
AUG. 43 


cc- 50089 Tcc-t 

50 KW POWER AMPLIFIER 

FREQUEKCY RANGE 50 TO 150 KCS, OUTPUT 
5O KW. CHCAT). EQUIPYENT POWER SUPPLY 
460 VOLTS. 3 PHASE, 25 CYCLES. 


B/Ti74h  4ALSAZ 


NOV. 41 


T-7661556 REY O 


che 50090 RBE 

PRESELECTOR, SINGLE 

FREQUENCY RANGE 550 TO 32000 KC IN SIX 
BANOS, CONSISTS OF A TYPE DB-20 PRE- 
SELECTOR MOUNTED ON 19" X 10-#/2" STEEL 
PANEL, OPERATES FROM 110 V 60 CYCLES 
SINGLE PHASE. 


9/18/41 
KAR. 42 


c-208 
10/21/41 


cme 50091 RBE 

PRESELECTOR, DOUBLE 

FREQUENCY RANGE 550 TO 32000 KC IN SIX 
BANDS. CONSISTS OF TWO TYPE 0B-20 
PRESELECTORS MOUNTED ON 19" X 1041/28 
STEEL PANEL. OPERATES FROH 180 V 60 
CYCLES SINCLE PHASE. 


600 OHMS. 
9/18/41 C-209 
3/6/41 5720741 7058-2-C KAR. 42 10/21/41 
BAR, 42 MAR, 42 
crm 50092 RAZ SERIES 
R4- 50080 GENERAL USE RM SOF 1918 cn- 50085 GENERAL USE RA SOF 243A PRESELECTOR UNIT 
MIXER AND KEY-CLICK COUPLER UNIT RA 50A 244A FREQUENCY RANGE 15 TO 600 KC IN FOUR 
ELIMENATOR. THREE CHANNEL MIXER WITH FOR COUPLING A SUBMARINE LOOP TO A RADIO BANDS. OB8TAINS POWER FROM RECEIVER 
IMPULSE SUPPRESSOR CIRCUIT. MOUNTS ON A RECEIVER. FREQUENCY 15 TO 35 XC. POWER UNIT. 
STANDARD 19" RELAY RACK, USES BETTER 
COMPONENT PARTS, CHANGES IN WIRING. BUT 
OTHERWISE SIMILAR TO -50075. 
11/25/41 AR 8503 P K-143 suB Oo 
B7E3741 6/27741 DEC. 41 
MOV. 41 ASSIGNED HOV. 41 ASgiGnIO. 
- SSSUED = 
care, | MauacTHBE’s | AUNTACTERES. pare | MANUAGTHRNR’S | MANHATTAN oar | MARWARTHAIE® | HAUNTATTUERGA | 
CONFIDENTIAL NAVSHIPS 900,109 


3.50-6 


| oR 


FIRST ASSIGNED FOR OPIS, | 


Converters—Mixing Panels 
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a oa Jeuse ASSIGNED rox | oN AROHS, | 


HAR FIRST ASSIGNED FOR | ORSON 


crv 50093 WEA-I 

DRIVER AMPLIFIER 

OUTPUT 200 WATTS AT 100 OHMS, 17 TO 27 
KC. INPUT 115/1/60, 600 WATTS MAXIMUM, 
EXCITATION FOR THIS UNIT 1S OBTAINED 
FROM THE OSCILLATOR INCLUDED IN TYPE 
CRV-4301353 RECEIVER tNOICATOR OSCILLATOR 
UNIT. SAME AS CRY-50105 EXCEPT RELAY 


2/12/42 41-6990 W-35US258-4 
HAR. 43 suB oO 
crv50093 


COIL IS JIN AMPLIFIER TUBE SI1AS INSTEAD 
OF IN THE RECTIFIER CIRCUIT. 


can 50094 ara 
AMPLIFIER 


2/13/42 
HAR. 42 


co! 50095 cxBo 

AUDIO AMPLIFIERS 

POWER OUTPUT 14 WATTS + 5% DISTORTION, 
(25 WATTS PEAK). RESPONSE FLAT + 1.5 DB 
FROM 40 TO 12,000 CYCLES, 3 CHANNEL 
INPUT $80, 200 OR 500/500,000/500,000 
OHMS iHPEDANCE, WHICH PROVIOES FOR 
SIMULTANEOUS OPERATION, GAUN 125/125/85. 
3/16/42 EL-14 

APR. 42 


cpt 50095 


TWO OUTPUT CIRCUITS (STRIPS OR SOCKETS) 
2. 4+ 9. 250 OR 500 OHNS IMPEDANCE 


crv 50096 RBP 

RADIO FREQ AMPLIFIER UNIT: 

CONSISTS OF 3 RECEIVERS ON ONE PANEL, 
FREQ RANGE 3 TO 24 MC IN THREE BANOS, 3 
TO 6,6 TO 12.12 TO 24MC, PROPER BANO SE- 
LECTED BY ROTARY SWITCH, ANSENNA MATCH- 
ING IMPEDANCE 1S 200 OHMS, BALANCED. IN- 
PUT 6.3 V,2-? AMPS DC, & 125 V,53.5 MADC 
3/16/42 M1-2560E P-720992 

AUG, 42 SUB 0 


crv 50097 rep 

INTERMEDIATE FREQUENCY 

AMPLEFIER UNIT: FIRST 1.F. SYSTEM 450 
KC, BAND WIDTH 25 XC. BAND PASS FILTERS 
FOR t, 2 AND 4 KC, AS SELECTED BY 

ROTARY SWITCH. SECOND §.F. SYSTEM 50 KC 
BAND wiOTH £2 KC. OUTPUT IMPEDANCE 
10,000 TO 13,000 OHMS. éNCLYUDES 

3/16/42 M1-7573-10 P-720993 

AUG. 42 


¢RVv50097 


MONITOR, WITH VOLUME CONTROL, TO WORK 
INTO 600 OHM LINE IF SUCH USE IS 
DESIRED. INPUT 6.3 VOLTS, 4.2 AMPS DC 
AND 125 VOLTS 65 MA DC. 


ASSIGNED 
HSSUED 


crv 50098 Rep 

AUDIO FREQ AMPLIFIER UNIT: 

INPUT IMPEDANCE 13000 OHMS, OUTPUT EM- 
PEDANCE 600 OHMS, MAX. UNDISTORTED OUT- 
PUT 60 MILLIWATTS., FREQUENCY RESPONSE 
+ 1 0B, 100 TO $000 CYCLES. HUM LEVEL 
AT LEAST 60 DB BELOW 100% MODULATION. 
HNPUT 6.5 ¥, 1 AMP DC & 125 V 20 MA DC. 
3/16/42) ML-7564 B P-720994 

AUG. 42 SUB @O 


crv 50099 RBP 

SIGNAL CONTROL PANEL: 

FOR COMBINING THE OUTPUT SIGNALS OF THE 
DIVERSITY RECEIVERS,THE RESULTANT OUT- 
PUT BEING FED TO THE TONE KEYERS TYPE 
CRV¥-35002 OR AUDIO AMPLIFIERS TYPE CRY- 
60098, INCLUDES 3 PLATE MILLE AMMETERS 
TO INDICATE OUFPUT OF UP TO 3 RECEIVERS, 
3/16/42 MI-7566-A P-720998 SUB O 
WAR. 43 


crv 50099 


ONE MILLIAMMETER TO INDICATE COMBINET 
OUTPUT, 0B OUTPUT METER CALIBRATEO -20 
TO +6 0B FOR ZERO LEVEL OF 1.9 VOLTS IN 
600 OHM LINE. SAME AS CRV-50120 EXCEPT 
FOR ENGRAVING OF IDENTIFICATION LABELS. 


cW- 50100 U.H.F. RCC 

BASE FREQUENCY AMPLIFIER: 

FOR AMPLIFYING THE OUTPUT OF THE BASE 
FREQUENCY OSCILLATOR, TYPE CW-35023, 
PART OF ITEM CSI. FREQ 85 CPS. INPUT 
IMPEDANCE MAY BE VARIEO FROM 3000 TO 
42000 OH4S IN 300 OHM STEPS, OUTPUT IK- 
PEDANCE $00 OHMS. PART OF iTEM CSI. 
4/9/42 CW3X63602C LISI ES+712754 

MAR. 43 


cw- 50107 ULHLF. ROC 

AVOLO FREQUENCY AMPLIFIER? 

FLAT +$/2 DB FROM 35 TO t1000 CPS, 1-1/2 
DB DOWN AT 16000 CPS, 12 WATTS OUTPUT 23 
DISTORTION AT 400 CPS, CAN BE RECONN- 
ECTED FOR 20 WATTS AT S& DISTORTION. 
INPUT IMPEDANCE AND OUTPUT IMPEDANCE AS 
*W-227-778 4SS. 34 

4/9/42 CW124E ES-712763 
MAY 45: CM2X63603N LIST 1 "SEE ABCVE 


cw-50101 
USED IN THIS EQUIPMENT ARE 600 OHMS, 
HOWEVER INPUT MAY VARY FROM O TO 1800 
OHMS AND OUTPUT FROM 1 TO 1200 OHMS OE- 
PENDING ON CONNECTIONS. POWER INPUT 
105-125/1/50-60, 1.) AMP 105 VOLTS FOR 
12 WATT OUTPUT OR 1.25 AMP $25 WATTS’ FOR 
20 WATT OUTPUT.CFOR ITEM SIA, SIB, S4 TO 
S7, RIA, RIB, R4 TO RI, CE, SPH). 


cw- 50102 U.a.F. ROC 

MODULATOR: 

CONSISTS OF VACUUN TUBE TYPE PANEL 
SUITABLE FOR KEYING A TONE SIGNAL OF 0 
VU AN, 500 OHMS BY MEANS OF A RELAY. FOR 


ITEM MIL FREQ RANGE 425 TO 4675 CPS. 


4/10/42 Cwsx63603E £S-712759 


HAR. 43 List 1 


cw~ 50103 
DEMODULATOR: 
CONSISTS OF VACUUM TUBE AMPLIFIER AND 
RECTIFIER TYPE PANEL SUITABLE FOR 
FURNISHING 25 MA POSITIVE AND NEGATIVE 
DC THROUGH 1800 OHMS FOR DRIVING A 
BOEHME TYPE 4G RECORDER. TONE LEVEL go 
VU ACROSS S00 OHMS. INCLUDES BIAS 
4/10/42 CWSX6E56035L ES-712762 


U.H.F. RCC 


MAR. 43 List i ASSIGNED 
ISSUED 


6450103 


VOLTAGE CONTROL TO BIAS OUT NOISE. FREQ 
RANGE 425 TO 4675 CPS.CFOR ITEM M2.) 


crv 50104 QcP 

ORIVER-AMPLIFIER? 

ENPUT 11571760, 8-7 AMPS, 1000 WATTS. 
OUTPUT 400 WATTS AT 60 OHMS, 17 TO 27 KC 


A235742 CRVSHI-16703 CRV:W-305636 
MAR. 43 SUB O 


crv 50105 QcU,QCQ-2 
ORIVER-AMPLIFIER: OUTPUT 

200 WATTS AT 100 OHMS, 17 TO 27 KC, IN- 
PUT 11641760, 600 WATTS MAX. EXCITATION 
FOR THIS UNIT IS OBTAINED FROM THE OSCIL 
LATOR §NCLUDED IN TYPE CRV-43037 RE- 
CEIVER @NDICATOR-ORIVER OSCILLATOR, 

SAME AS CRY-50093 EXCEPT THE RELAY COIL 


14/25/42 HI-8990-4 W-305258-4 
NOV. 45 SuB oO 
crv50105 


1S REMOVED FROM THE BIAS CIRCUIT OF THE 
AMPLIFIER TUBES AND JS CONNECTED IN THE 
RECTIFIER CIRCUIT. INPUT CURRENT 5.2 AMP 
SAME AS -$0158 EXCEPT FOR QUTPUT IM- 
PEDANCE. 


crv 50105-a Qcv 

ORIVER AMPLIFIER 

OUTPUT: 200 WATTS AT 100 OHMS, 17 TO 27 
KC. INPUT: 115/1/60, 5.2 AMPS, 600 WATTS 
MAX, EXCITATION FOR THIS UNIT OBTAINED 
FROM THE OSCILLATOR IN THE TYPE -43037-B 
RECEIVER~#NDECATOR-DRIVER-OSCILLATOR, 
SAME AS BASIC NUMBER EXCEPT 836 RECTI- 
2/12/44 W-307012-4 

MAR, 44 


crvy50105- A 
FIER TUBE [S USED INSTEAD OF 811 AND NEW 
TRANSFORHER HAS BEEN SUBSTITUTED. 


crt 50106 Ya-1 

COUPLING UNIT? 

FREQ. RANGE 200 TO 550 KC, FOR COUPLING 
TYPE CFT-52263 RADIO TRANSMITTER TO AN- 
TENNA 


$/8/42 CFTSIOIA 
BCT. 42 


CFTSF-32460-14C 


cFT50106-a ya-2 

COUPLING UNIT 

FREQ RANGE: 200 TO SSOKC. FOR COUPLING 
TYPE CFT-52263-A RADIO TRANSMITTER TO 
ANTENNA. SAME AS BASIC NUMBER EXCEPT 
EMPLOYS MICA CAPACITORS AND METERS IW 
ACCORDANCE WITH AMERICAN WAR STANDARDS. 


1175/43 1088 
NOV. 43 


CFIIF-32460-14C 


care | MAYHEAGTBERS | SA OHRASTHBEEA 


care | aac | gata | 
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cFT 50107 Yat 
AUODTO AMPLIFIER: 

FREQ. RANGE: 100 TO 4000 CPS. tnPur 100 
TO 125 VOLTS/1/50 TO 60,2.1 AMPS., 22 
WATTS, JNPUT IMPEDANCES 25 OR 600 OHMS. 
QUTPUT IMPEDANCE 1S 600 OHMS. MAX. UN 
DISTORTED OUTPUT .06 WATTS. GAIN 40 TO 
70 08. 

$/8/42 T3tAa 
WOV. 43 


CFYSF-35770-24 


CFTSIIOT-A YA-2 

AUDIO AMPLIFIER 

FREQ RANGE: 100 TO 4009 CPS, INPUT: 100 
125/1/50 T0.60,2.1 ANPS, 24 WATTS, INPUT 
IMPEDANCE: 25 OR 600 OHMS. OUTPUT IM- 
PEDANCE: 600 OHMS, MAXiMUM UNDISTORTED 
OUfruUl 1S 0.06 WATTS. GAIN 40 40 7ODB. 
SAME AS BASIC NUMBER EXCEPT EMPLOYS 
11/5/43) 1358 CFTSF-35770-2A 
NOY. 43 


: CFT50107-A 
AMER (CAN WAR STANDARD METERS AND MAY USE 
GLASS INSTEAD OF METAL TUSE. 


crt 50108 Yard 

CONSTANT OUTPUT AMPLIFIER: 

FROG. KRANSES 100 TU 4000 CPS. INPUT: 100 
TO 125 VOLTS. /1/50 TO 60, 2.3 AMPS,, 24 
WATTS. INPUT AND OUTPUT IMPEDANCE 1S 600 
OHMS. MAX, UNDISTORTED OUTPUT 0,006 WATTS 
GAIN § TO 50 DB. 


20 DB. ° 
5/8/42 132A CFT:F-35771°2 4 
NOYV., 437 


CFT 50108-a Ya-2 

CONSTANT OUTPUT AMPLIFIER 

FREQ RANGE: 100 TO 4900 CPS. INPUT: 100 
TO 125/1/50 TO 60, 2.3 AMPS 24 WATTS.! 
INPUT AND OUTPUT IMPEDAHCE 1S 600 OHMS. 
MAXIMUM UNDISTORTED OUTPUT 1S 0,006 
WATTS, GAIN: 5 TO 5008, SAME AS BASIC 
NUMBER EXCEPT EMPLOYS WAR STANDARD. TYPE 
t1/5/43 4328 CETSF*35771-2A 
NOY. 43 


cFT50108-a 
METERS AND MAY USE GLASS INSTEAD OF 
METAL ENCLOSED TUBES. 


evF 50109 RAU-2 

RECORDER-AMPLIFIER: 

FREQ. RANGE: 0 TO 200 CYCLES. INCLUDES 
AN INTEGRAL RECTIFIER TO PERMIT OPERA- 
TION FROM A REGULATEO SUPPLY OF 315 V 
(£1422) SUNCLE PHASE, 60 CYCLES. SAME 
AS TYPE CJF-50060. 


$/20/42 CUFSP-39579 
OCT. 42 SUB O 


ccs 50110 Po 

TRANSCRIBER-REPRODUCER 

AMPLUFIER: . 

POWER INPUT? 115 AC/6.3 AC/6.3AC/2E0 DC 
VOLTS, 2.0/5.0/1.5/0,30 AMPS. POWER 

OUTPUT: 115/1/60, 2 AMPS. HAS & 600 

OHM 3-5000 OHM AND 1-50 OHM INPUT LINES 

HAS 2 AMPLIFIERS; ONE FOR URANSCRIGING 
5/22/42 

HAR. 43 Assigntn 


AND THE OTHER FOR REPRO- ¢cs50110 
DUCING EACH INDEPENDENT OF 

THE OTHER BUT MOUNTED ON THE SAME CHAS- 
S1S. UNIFORM RESPONSE FROM 200 TO 3000 
CYCLES. 25 DB VOLUME RANGE. HAS a” 
BUILT IN DYNAMIC SPEAKER AND HEADPHONE 
JACK, 


ces 501104 PD-! 
TRANSCRIBER-REPRODUCER 

AMPLIFIER: INPUT 6.3ACSE.SAC/IISAC/260 ¥ 
DC, 1.65/5/2/,3 AMPS. OUTPUT 11571760, 
1.7 AMPS, 169 WATTS. HAS 6-600 OHM, 
3-5000 ANDONE 50 OHM INPUT LINES. HAS 2 
AMPLIFLERS. ONE FOR TRANSCRIBING AND THE 
OTHER FOR REPRODUCING EACH INDEPENDENT 
1/6/42 — 6-569A 14.12 

AUG. 43 


501104 
OF THE OTHER BUT MOUNTED ON THE SAME 
CHASSIS, UNIFORM RESPONSE FROM 200 TO 
3000 CY, 25 DB VOLUME RANGE. HAS 8" 
BUILT-IN OYNAMIC SPEAKER AND HEANDPHONE 
JACK. SAME AS BASIC NAVY TYPE EXCEPT FOR 
CHANGE IN AVC CIRCULT AND THE USE OF 
NAVY APPROVED COMPONENTS. WEIGHT 65 LBS. 


ec 50111 TeC-4 

POWER AMPLIFIERS 

FREQUENCY RANGE 4 TO 26 MC. OUTPUT 50 
TO 40 Kad, Ate SIMILAR TO CG-5007) BUT 
WILL OPERATE ON 50 TO 60 CYCLES, 230 
VOLTS, 3 PHASE. 


§$/28/42 4A1383 CG3P-7765906 
AUG. 43 REV O 


cG- 50111-a Tac-s 

POWER AMPLIFIER: 

FREQ RANGE: 4 TO 26 MC, OUTPUT 50 TO 40 

Ku, Al. SUPPLY: 230 VOLTS, 39, 50 OR 60~ 
SAME AS CG-SO111 EXCEPT FOR SUBSTITUTION 
OF A U.S. GAUGE FLOW METER FOR THE GE. 

TYPE FLOW METER. 


8/2743 CG24A13C) CG3P-7765906 
AUG. 43 REY O 


cw 50112 ASEE BELOW 

SENDING VOICE CHANNEL 

TERMINAL PANEL: COILS PAD, VOLUME 
LIMITER AND JAGKS;FOR A SINGLE VOICE 
CHANNEL. CUSED IN S6, $7). FREQ RANGE 
300 TO 3300 CPS. 


RUAF REMOTE CONTROL CIRCUITS 
8/29/42 X+636035P LIST 1 ES-712764 
BAR. 43 FIG t 


cQa 50113 JNoT RE 13A 647 
AUDIO AMPLIFIERS tNTERNAL 

BATTERY SUPPLY ONE 6 V "A" BATTERY 4F4H 
AND 4 BURGESS INTERNAL BATTERY SUPPLY; 
ONE 6 V "A" BATTERY, BURGESS 4F4H AND 4 
BURGESS NO, 5308 45 V BATTERIES. AMPLI- 
FIER HAS GAIN OF 80 0B AND FREQ CHARAC- 
TERISTIC 4S FLAT (t+ 3 DB) FROM 500 TO 
6/12/42 

AUG. 42 


10,000 CY. HAS THO can 550113 
TELEPHONE JACKS FOR HEADPHONE OUTPUT 
IMPEDANCE. APPROX 600 OHMS FROM 900-1200 
CY. INPUT LEVEL CONTROL CUTS IN A 20 08 
PAD GAIN CONTROL. RANGE 1S APPROX 60 DB 
IN STEPS NOT GREATER THAN 2 DB FOR ANY 
CONSTANT VALUE. ENPUT IMPEDANCE 50, 125, 
200, 250. 350. 500 OHMS. EQUIPPED WITH 
PROVISIONS FOR EXTERNAL 6 V BATTERY. 


ASSIGHID 
ISSUED 


cov 50114 QFB 
PRE-AMPLEFIER: 
USED FOR AMPLIFYING. THE IMPULSE FROM THE 
PHOTO-CELL IN THE TYPE C3™4-55086PLAN 
INDICATOR TO THE CBM-59119 AMPLIFIER, 
INPUT: 115/1/60 AT 0.55 AMPS AND 30 
WATTS, OUTPUT IMPEDANCE: 5000 OHMS. 


6/21/42 905 CBON:SK-5386 
OCT. 42 ALT O 
ceo 50115 Jo RE 13A 647 


AUDIO AMPLIFIER: FREQUENCY 

RANGE 500 TO 10,090 CYCLES wiTHOUT FILT~ 
ER OR 2000 TO 10,000 WITH FILTER. INPUT 
1i$/1/60 AND 15 WATTS. PROVIDED WITH 
TERMINALS FOR CONNECTION TO BATTERIES... 


6/22/42 Coat CBDL13777 
MAR. 43 
ceo 50116 JN RE 13A 647A 


AUOiO AMPLIFIER: FREQUENCY 

RAGE 500 T9 10,000 CPS. 3 STAGE, SINGLE 
CHANNEL, LOW INPUT IMPEDANCE TO MATCH 
NAVY TYPE C8D-51051 NYDROPHONE. INCLUDES 
TwO JACKS FOR 600 OHM MAGHETIC HEAD- 
PHONES AND 2 JACKS FOR HIGH IMPEDANCE 
CRYSTAL HEADPHONES. SUPPLY INTERNAL 
2/2/42 C-39 GSEE PLATE 2 
MAR. 43 


€8050116 


BATTERIES. 


6CB0s13778 DATED 7/17/42 & 13779 DATED 
2/45/42 


c1:50117 ROE-{ 

AUDIO ANPLIFIER AND LOW 

VOLTACE RECTIFIER: INPUT 105-120/1/50-60 
3.35 AMPS. AUDIO OUTPUT 2 KW, RESPONSE 
600 TO 12,000 CYCLES. SUPPLIES POWER FOR 
THE AF AMPLIFIER AND THE SWITCHING GEAR 
OF NAVY TYPE CIA+23318 SWITCHING ANDO HY 
RECTIFIER UNIT. HAS BUILT-IN LOUDSPEAKER 
2/20/42 
HAR, 43 


50117 


OUTPUT 6.3 VOLTS. 30 AMPS AC AND 150 
VOLTS, «48 AMPS DC, 


co 50118 TBA-8 

TRANSMISSION LINE COUPLING 

UNIT: FREQ RANGE 4 TO 26 MC. PROVIDES 
FOR SWITCHING THE TRANSMITTER OUTPUT TO 
A SINGLE WIRE ANTENNA OR TO A BALANCED 
600 OHM TRANSMISSION LINE. INCLUDES 
NECESSARY TUNING ELEMENTS AND TRANSMIS - 
SION LINE CURRENT METERS. 
8/6/42 4L CLAD 

AUG. 42 


M-7468097 REV O 


cen 50119 QFA-1, QFS 

AMPLIFIER: SIMILIAR IN 

APPEARANCE TO, AND FRONT PANEL CONTROLS 
EXCEPT THE TUNING CONTROLS PERFORM THE 
SAME FUNCTION AS CBM-46061. INCLUDES 
CIRCUITS FOR MODULATING THE INCOMING 
SIGNAL WITH ALL THE NOISES DUE TO SHIP{S 
SPEED, SUBMARINE SPEED, PROJECTION BEAR- 
B/26742 CBM:755K CaMs60191 

OCT. 42 ALT O 


7 ISSUED 
Lave | MOUNTS | ACTING 


cave | MARWAGTHBAY'S | SHANHTACTUAEB GL 


care | MBARAGTHAES —[ AAWAPTUA 
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‘ c8u50119 cu- 50124 cmHx50128-A 


OOPPLE’ EFFECT, AND SEMI-FIXED CONTROLS 
TO YAR¥ NOISE AS DICTATED BY PROBLEM 
CONDITIONS. OPERATED FROM NAV¥ TYPE 
C8M+20062-A POWER SUPPLY, INPUT 30/2707 
22707270 V OC, AT .0027.0037.034.04 AMPS 
AKO S.27145 WV AC AT 47.1 AMPS. OUTPUT 
IMPEDANCE 600 OHMS. 


crv 50120 RBP 

SIGNAL CONTROL PANEL: 

FOR COMBINING THE OUTPUT SIGNALS OF THE 
DIVERSITY RECEIVERS, THE RESULTANT OUT- 
PUT BEING FEO TO THE TONE KEYERS TYPE 
CRV-35007 ON AUDIO AMPLIFIERS TYPE CRV 
50098. INCLUDES 3 PLATE MILLIAMMETERS TO 
INDOECATE OVTPUT OF UP TO 3 RECEIVERS, 


TUSV1 (42 CRYSNI-7566A CkY:T-620680 
AUG. 43 SuB 3 
50120 


OWE MILLIANMETER TO INDICATE COMBINED 

OUTPUT, db OUTPUT METER CALEBRATED -20 
TO +6db FOR ZERO LEVEL OF 1.9 VOLTS IN 
600 Onn LENE. SAME AS CRV-50099 EXCEPT 
FOR ENGRAVING OF IDENTIFICATION LABELS. 


crv 50121 NMC 

DRIVER AMPLIFIER: FREQ 

RANGE 17 10 27 KC. OUTPUT 200 WATTS AT 
18 KC INTO 100 OHMS. INPUT 11571760 5 
AMPS, 575 WATTS. EXCITATION RECEIVED 
FROM OSCILLATOR IN CRV-43033 RECEIYER- 
OSCILLATOR=INDICATOR-RECORDER. SAME AS 
CRV-50093 EXCEPT (1) SWITCH USED FOR 


tos3s42 M1-16710 W=305824-3 
HAR. 43 REV 1 
crv50121 


“BROAD” AND "SHARP™ 1S NOT CONNECTED, 
(2) SWITCHING OF "SHALLOW" AND “DEEP” 
PROJECTORS 1S PERFORMED ON CRV-43033, 
AND (3) MATCHING CAPACITORS BETWEEN THIS 
UNIT AND PROJECTORS ARE OF DIFFERENT 
VALUES TO MATCH THE PROVECTORS AT 18 KC. 


cuy 59122 

AUDIO AMPLIFIER: 

INPUT: {1571/60 AMPS, 50 WATTS. OUT- 
OUT: 25 WAITS MAX. FREQ RANGE 50 TO 
10,000~4198, 


T1430742 CNUSHES-A 
SEPT 43 


coi 50123 NXgs-1564f RE 135A 670A 
AUDIO AMPLIFIERS 

FREQ RANGE 70 10 12,000 cPs + 3D8 FROM 
1000 CYCLE RESPONSE. INPUT IMPEDANCE 
200 ONNS. OUTPUT IMPEDANCES: $0 AND 
80,000 OHH FOR HEADPHONE, 15,50 AND 
500 OHM FOR SPEAKER. INPUT 200 ¥ DC AT 
480 MA 1.0 MATT. 

1274/42 cois214-K 
MAR, 44 ISSUE 2 


cw- 50124 *SEE BELOW 

DEMODULATOR: 

CONSISTS OF VACUUM TUBE AMPLIFIER AND 
RECTIFIER TYPE PANEL SUITABLE FOR FURN- 
ISHING 25MA POSITIVE AND NEGATIVE OC 
CHAS PROVISIONS FOR CHANGING THIS BI- 
POLAR TO A SINGLE POLARIZED OUTPUT? 
*WUHF REMOTE CONTROL CIRCUIT NX3g-198S4 
12/16/42 CW:65603T CWIES-804568 


SEPT 43 LIST 1 ISSUE 1 Asie 


ISSUED 


THROUGH 1800 OHMS FOR DRIVING A BOEHM 
TYPE 4G RECORDER. TONE LEVEL O VU ACROSS 
500 OHMS. INCLUDES BIAS VOLTAGE CONTROL 
TO BLAS OUT NOISE. SIMILAR TO CW-50103. 


(FOR ITEM H2) 


cc- 50125 1CG-2 

POWER AMPLIFIERS 

POWER OUTPUT: SOKW. CWCAL). FREQ RANGE: 
50 TO 150KC. OPERATES FROM 2200/37/50 TO 

60. SAME AS -50081 EXCEPT FOR OPERATING 
FREQUENCY. 


W/7/43 CG34Al5A3 CG:T-7661556 
SEPT 43 REV 6 


cG- 50125-a 1cG-3 

POWER AMPLIFIERS 

POKER OUTPUT: 50 KW, Al ENISSION. FREQ 
RANGE 50 TO I5OKC. OPERATES FROM 
220/3/50 TO 60. SAME AS BASIC NUMBER 
EXCEPT HAS U.S. GAUGE TYPE FLOW METER. 
OUTPUT CIRCUST DESIGNED TO FEED 600 OHM 
TRANSMISSION LINE. 

6/11/43 CGz4atSCl CG3T-7661556 
SEPT 43 REV 7 


cw- 50126 QBF 

DRIVER AMPLIFIER? 

FREQ CONTINUOUSLY VARIASLE FROM 104.5 TO 
304.5KC. OUTPUT 1S 150 WATTS APPROK. THE 
OUTPUT STAGE OF THE DRIVER IS AWN AMPLI- 
FIER USING 6 SMALL POWER PENTODES CON- 
NECTEO PUSH-PULL AND OPERATED CLASS B. 
INTERNAL PROVISIONS FOR 600 V PLATE 
1/8/42 CWz0-163459 CHIESX-641266 
SEPT 43 ISSUE 1 


cH-50126 
SUPPLY & BIASING POTENTIALS. 


cax4 50127 QFB-1 

AMPLIFIER? 

SIMILA® TO TYPE 50119 EXCEPT THAT UT 

INCLUDES A NEW TYPE FREQUENCY SHIFTING 
RELAY AND TwO NEW ROTARY SWITCHES FOR 

TIMING. 


1/13/43) CBM:755AK CBM:6019t ALT O 
AUG. 43 


cHx.50128 NXss-20701 

INTERPHONE AMPLIFIER: 

OPERATES FROM 12 V DC. THREE INPUT 
CHANNELS, ONE OUTPUT CHANNEL. INCLUDES 
NAVY TYPE -21400 DYNAMOTOR. 


1716/43 CNX2700052G2 CHX 30595260 
SEPT 43 


CMX50128-A GEN RADIO USE RE 9351A 
INTERPHONE AMPLIFIER? 

SUPPLY: 12 VOLTS DC; SAME AS 50128 EXCEPT 
C1) NO SHOCK MOUNTS PROVIDED FOR DYNA- 
MOTOR (2) ALL FIXED RESISTORS ARE MOUNTE( 
ON A RESISTOR BOARD (3) ALL RECEPTACLES 
ARE MOUNTED ON A REMOVABLE PLATE (4) AW 
RxXer-49686 

S/1/44 — CMX2X700873 
SEPT. 44 


ADDITIONAL ELECTROLYTIC CAPACITOR 1S 
PROVIDED TO SUPPRESS RF INTERFERENCE 
CREATED BY DYNAMOTOR (5) SPARE DYNAMOTOR 
BRUSHES ARE MOUNTED IN Lid. 


coL 50129 TOH 

MODULATOR? 

INPUT: 230/3/60 AND ALSO DC SUPPLIES. 
UNPUT IMPEDANCE 1S 500 OHMS. AUDIO POWER 
QUIPUT 41S 2000 WATTS AND FREQUENCY RE- 
SPONSE SHALL NOT VARY MORE THAN 3DB 
WITHIN RANGE OF 150 TO 3500 CYCLES. CON- 
TAINS THE SPEECH AMPLIFIER, AUDIO BRIVER 


1420/43) COLs1025-4 COL:425€ 
AUG. 43 REV 0 
co. 50129 


MODULATOR TUBES, & VENTILATING BLOWER. 


cG- 50130 NXs-6955 

SYNCHRO AMPLIFIER: 

INPUT: STATOR EXCITATION FOR A SCT SYN- 
CRO TRANSFORMER AND 0.2 AMP 115 V 60 CY 
FROM STATOR BUS OF SYSTEM SUPPLYING 
STATOR EXCITATION: 2.5 AMP 115 V G6OCY 
TO EXCITE THE FOLLOW-UP AMPLIFIER, THE 
7G TRANSMITTING SYNCHRO AND THE PILOT 
1/22/43 CG:DL-8026906  CG:P-8244723 
AUG. 44 REV 2 REV 2 


cG- 501350 
LIGHT. OUTPUT: STATOR OF A 7G (SU05671) 
TRANSMITTING SYNCHRO. CONNECTED TO AN 
OVERLOADED SYNCHRO BUS, PROVIDES OUTPUT 
OF A 7G WHILE DRAWING ONLY 401A FROM 
STATOR CIRCUIT AND 0.2 AMP FROM THE 
ROTOR CIRCUIT. 


cu- 50131 SEE BELOW RE TSA 7I4A 
AMPLIFIER: HODIFIED 6 
REC ¢¥LS SEGNALS FROM 2-5CT SYNCHROS, 
AHPLIFIES THESE SIGNALS TO SUPPLY THE 
POWER FOR THE CONTROL PHASE SERVO MOTOR 


EN NAVY TYPE CM-25 4105 SYNCHRO-AMPLIFIER. 


DERIVES t15/t/60 VOLT POWER FOR TUS8E 
*EN28/3483-43/SHIPS CM2CAL-25274 ALT J 
3450743 G/4RE2121605 
MAY 45. 


CH-59132 
OPERATION AND SYNCHRO INPUT FROM NAVY 
FYPE CM-214103 AND FEEDS AMPLIFIED 
SYWCHRO SIGNAL BACK TO THIS UNIT. 


CH- 5015 1-A GEN RADAR USE 

AMPLIFIER 

RECEIVES SIGNAL FROM 2-SCT SYNCHROS AMP- 
LIFLERS THESE SIGNALS TO SUPPLY THE 
POWER FOR THE CONTROL PHASE SERVOMOTOR 
INONAVY TYPE’ CH-211103-A SYMCHRO ALPLI- 
FIER. DERIVES 115/1/60 VOLT POWER FOR 
RCALS25274 ALT CALS25779 alt L 

4/6/44 CmM:CAL-19825 
MAY 45 ALT OO ® 


— MBENAHBEES CWSU 


care | RAGIN? | AA UTATUAERA, 


care | VATS TTA | 
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Cu- 50131-4 
TUBE OPERATION AND SYNCHRO INPUT FROK 
NAVY TYPE CM-241103-A AND FEEDS AMPLI- 
FIED SYNCHRO SIGNAL BACK TO THIS UNIT. 
SAME AS CM-50131 EXCEPT FOR CIRCUIT 
CHANGES. 


cw 50132 . NXs3-209538 

CURRENT LIMITER UNIT: 

USED TO COMPENSATE FOR THE VARYING 
SIGNAL STRENGTH DUE TO FADING. THIS UNIT 
MAINTAINS A SUBSTANTIALLY CONSTANT OUT- 
PUT OF -698M IF THE INPUT EXCEEDS -4008M 
@#Cw2X-61790I-1 ISS. 1, B-405440 ISS. 2 
#AN/EGC-1A 

4/1/43 ‘CHiX-617390J-1  QSEE ABOVE 

MAR. 44 LIST 1 


cw- 50133 AN/FGC-1A® 

DETECTOR UNIT: 

CONSISTS OF A MARKING AND SPACING DETEC- 
TOR IN PARALLEL. A FILTER AT THE INPUT 
OF THE NARKING DETECTOR PASSES ™MARKING? 
SIGNALS AND EXCLUDES ALL OTHER FREQUEN- 
Q@X-61789-DIL1 OR L2 ISSUE 4 

waxas-20953 


4/1/43 CW2X61790G~1 B-405443 
Aus. 44 LIST 10 iss. 2 
cw- 50133 


CIES, A SIMILAR SPACING DETECTOR SELECTS 
MSPACING" FREQUENCIES. THESE SIGNALS ARE 
RECTIFIED AND AMPLIFSED TO A CARRIER 
CURRENT (OC PULSES) OF APPROX I5MA FOR 
EACH MARKER CHANNEL. MARK AND SPACE 
FREQUENCIES ARE 2125 AND 2975 CYCLES 
RESPECTIVELY. 


CH= 50133-A AN/FGC-t8 

DETECTOR UNIT: 

SAME AS NAVY TYPE CH-S50133 EXCEPT ADDI- 
TIONAL WIRING LEADS ARE BRIDGED ON THE 
OUTPUT SIDE OF EACH OF THE MARKING ANO 
SPACING CHANNEL BAND-PASS FILTERS AND 
RUN TO TERMINAL PUNCHINGS AT TOP OF NAVY 
TYPE CX-83000-A FOR CONNECTION TO AN 
1/t5/45  CWSX-61790W-L1 

APR, 45 


cu-50133-Aa 
OSCILLOSCOPE. 


chx 50134 NXsg-20701 

INTERPHONE 'AMPLUFIER: 

OPERATES FROM 24 V DC. THREE INPUT 
CHANNELS, ONE OUTPUT CHANNEL. #tNCLUDES 
NAVY TYPE CBY-21531 DYMANOTOR. 
MECHANICALLY SAME SIZE AS 50128, 


2008443 
AUG. 44 


cw- 50135 NXss-20953*% 

FREQ CONTROL UNIT: 

USED TO HAINTAIN THE "MARKING™ AUDIO 
FREQUENCY CLOSE TO 2125 CYCLES. 


#ANSFGC-IA 
4/1743 CisX-61790E-1 B-405444 
MAR. 44 LIST 1 ISSUE 2 AsstqnaD 


tssued 


CH- 50135-A AN/FCC-12 

FREQUENCY CONTROL UNIT: 

SAME AS NAVY TYPE CW-50135 EXCEPT IN- 
CLUDES A SWITCH TO CUT OUT THE WIDE 
BAND TUNING FEATURE OF THIS UNIT. 


T/15/45 
APR, 45 


cw- 50136 : NXs3-20953* 

RECEIVER CONTROL UNIT? 

MOOULATES THE SOKC + 425 CYCLE INPUT 
SIGNAL BY A 52550 CYCLE OSCILLATOR OUT- 
PUT WHICH RESULTS IN 2550 + 425 CYCLES 
BEING DELIVERED TO THE CURRENT LIMITER, 
THIS ESTABLISHES THE "MARKING" FREQ OF 
*CANCFGC-1A) 

4/1443 CHIX-61790-8-1- B-405450 

MAR. 44 LIST 1 HSSUE 1 


cu- 50426 

2125 CY & THE “SPACING™ FREQ AS 2975 CY. 
THIS UNIT ALSO KEEPS THE 2125 CY VERY 
CLOSE TO #TS NOMINAL VALUE BY THE BUILT- 
UN 400KC OSCILLATOR THE FREQ OF WHICH ¢S 
CONTROLLED BY CW-50135. HAS SWITCHES FOR 
CONTROLLING OPERATION OF RECEIVERS AHD 
TONE KEYERS. RECEIVES FILAMENT POWER FRO! 
CW-23565, 130 VY POWER FROM CW-20216. 


cen 50137 JQ 

AUDIO AMPLIFIER: 

FREQUENCY RANGE 500 CYCLES TO 20 KC I 
TWO BANDS $00 .CYC. TO 15 KC, 15 KC TO 

20 KC, INPUT 6 VOLTS DC 2.6 AMPS. HAS 
METER FOR VISUAL INDICATION OF SUPERSONIC 
SIGNALS. FOR HEADPHONE OPERATION ONLY. 


406743 cWr26171 
MAR. 44 ALT B 
50138 sp-t 


AUDIO AMPLIFIER: 

INPUT? 110 (90 TO 130) V OC AT 0.35 AMPS 
WIDE BANO AMPLIFIER, OVERALL GAIN APPROX 
10608 WITH APPROX 100 MR OUTPUT. ENPLT 
IMPEDANCE 50 OHMS AT 900 CYCLES. OUTPUT 
IMPEDANCE 300 OHMS FOR LOUDSPEAKER AND/ 
OR HEADPHONES AND APPROX 8000 QHMS FOR 
4/9143 CDi250138 cO1s216-0 

SEPT 43 


coi 50138 
HIGH IMPEDANCE HEADPHONES. WEIGHT 55 
POUNDS. 


c6- 50139  TCK-4 

TRANSMISSION LINE COUP- 

LING UNIT? FREQ RANGE: 2 TO 19.10MC. 
USED TO COUPLE TRA MITTER TO EITRER AN 
ANTENNA OR A BALANCED TRANSMISSION LENE 
WETHEN THE FOLLOWING RANGES: FOR RESIS- 
TANCE RANGE 26 TO 50 OHMS +400 OHMS RE- 
ACTANCE; FOR RESISTANCE RANGE 50 TO 100 


4F18043 CGTAYESAT Cort-7662914 
SEPT 43 REV O 
c6-59139 


OHMS, +800 OHNS REACTANCE; FOR RESISTANCE 
RAW 100 TO $00 Gis, FIDOO OWNS Ke ACT- 
ANCE; FOR RESISTANCE RANGE 500 TO 3500 
OHMS, t2000 OHS REACTANCE. 


ASSIGNED 
\SSUED 


coi 50140 Jp 

AUOTO AMPLIFIER: 

FREQ RANGE: 70 TO 12060 CPS 43.093. IN- 
PUTs 2 VOLTS AT 41.05 AMPS DC AND 175 ¥ 
AT 30 MADC. OUTPUT: 1 WATT MAX. 


4023043 
SEPT 43 


cay 50141 ATA-3 

MODULATOR UNIT: 

USES NAVY TYPE C&Y-21626 DYNAMOTOR, 
PLUG-IN FOR OPERATING FROM 28 (22 TO 30) 
V OC. HAS RECEPTACLES FOR INTERCONNEC- 
TION WIRING TO THE TRANSMITTER REMOTE 
CONTROL UNIT AND TRANSMITTERS. INCLUDES 
MICROPHONE AND KEY CONNECTIONS. USED tN 
4729043 

SEPT 43 


cay50141 
PLATE PLUS SCREEN MODULATION OF NAVY 
TYPES CBY-52302 TO C#Y¥-92209 INCLUSIVE. 


cx2 50442 MFOR USE WITH 

NOISE PEAK LIMITER: 

LUKETS PEAKS OF NOISE BY FROCESS OF 
HASSMANSDORFF-HALL NOISE LIMITING CIR- 
CUIT. REPLACES SECOND DETECTOR OF RE- 
CEIVER. 


*RAS 

5/1/43 Bt7 17-OA007-2 
SEPT 43 ALT O 

cee 50143 bal RE 9137 


NOISE PEAK LIMITER: 

LiMiTS PEAXS OF NOISE BY PROCESS OF 
WASSMANDORFF-HALL NOISE LIMITING CIRCUIT 
USED BETWEEN SECOHD DETECTOR AND FIRST 
AUDIO. 


*FOR USE WITH RCF SERIES 
841743 CK3231-004A134-2 
AUG. 44 


RW- 50144 *SEE BELOW RH SOF 498 
TRANSMISSION LINE COUP: 

LING UNIT: FREQ RANGE: 2000 TO 18100KC. 
FOR COUPLING TRANSMISSiON LINES TO ANT+ 
ENWA, SIMILAR TO RW-S0086 EXCEPT FOR 
SUBSTITUTION OF STEEL FOR ALUMINUM AND 
MINOR MECHANICAL CHANGES. 

*TBK, TAF, TBA SERIES 

5/1043 

SEPT 43 


RW- 50145 GEN USE RW SOF 497 
DIPLEX ANTENNA COUP- 

LENG UNIT: CONSISTS OF AN ADJUSTABLE 
INDUCTOR ANO THO NAVY TYPE CIM-481274 
CAPACITORS. SIMILAR TO R¥-50088 EXCEPT 
FOR SUBSTITUTION OF STEEL FOR ALUMINUM & 
BRASS AND NINOR MECHANICAL CHANGES. 


8/1043 
SEPT 43 


cc- 50146 TCG +35782 

AUDIO AMPLIFIERS 

CONSISTS OF THO IDENTICAL AUDIO AMPLE 
FIERS IN A CASE. CONTROLS ON FRONT 
PANEL ARE: FOUR TOSSLE SWITCHES, TH 
GAIN CONTROLS-ONE FOR EACH AMPLIFIER, 
ONE GAIN CONTROL COMMON TO EACH AMPLI- 
FIER, ONE PUSH SUTTON SHITCH, TWO INPUT 
S012/43 CGIDL4u296A CG:SK-714329- 
SEPT 43 100 REV O 


[eave MUAH | SORTER 


care | MAHDAGTHBR'S | SHANHEACTIULER SA 


care, | M~HARYARS — | OBNHIATTUNA | 
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co- 50146 
JACKS ANDO FOUR OUTPUT JACKS. PORTABLE; 
SELF-CONTAINED PQWER SUPPLY CONSISTING 
OF ONE t35 V "B™ BATTERY, ONE 1.5 VOLT 
"A" BATTERY AND ONE 4,5 VOLTS "C” BAT- 
TERY. INPUT IMP = 4700, OUTPUT IMP=4002. 
tNPUT VOLTAGE =2.3 MILLIVOLTS. 


cw- 50147 *SEE BELOW 

PORTABLE SWEEP UNITS 

USED WITH A TYPE CDU-60064 CATHODE RAY 
OSCILLOGRAPH TO GENERATE SWEEP VOLTAGE 
WHICH is TRIGGERED BY AIR EXTERNAL 
VOLTAGE. 


*ACCESSORY FOR MKI2 
6/2/43 CHED-151670 
SEPT 43 


cus 50148 OAS 

AMPLIFIER: 

MOUNTS INSIDE HOUSING (CW-10216). OPER- 
ATES FROM 110 VOLTS SINGLE PHASE 50 TO 
60 CY AT 0-75 AMP (APPROX). MAXIMUM SEN- 
SITIVITY 4S 100 MICROVOLTS INPUT FOR 

20 VOLTS OUTPUT ACROSS 125 OHMS. DE- 
SIGNED FOR INPUT AND OUTPUT UMPEDANCES 
677/43  CWLASX-33522 CW:AS0-33879 
MOV, 43 ISSUE 1 


cw-50148 
OF 125 OHMS. RATED POWER OUTPUT 1S 20 
VOLTS ACROSS 125 QHMS AT S% OR LESS 
DISTORTION. BAND PASS TYPE, HAS UNIFORM 
GAimM iM THE 16 TO 26KC BAND. 


cet 50149 *SEE BELOW 
MULTIPLE COUPLING UNIT: 
FREQ RANGE: 1 TO 40MC. OPERATES FROM AN 
ANTENNA TO PROVIDE SIX RF OUTPUTS. THIS 
UNIT 1S UNTURED. EACH OUTPUT IMPEDANCE 
i$ 150 OHMS. 

FOR USE WITH DAL SENSE ARTEMMA 

WXer- 33780. 
669843 

MAR, 44 


RF-Z014-14 
ISSUE A 


cw- 50150 Qua 

DRIVER AMPLIFIER: 

FREQ RANGE 1S 22 TO 28KC. OUTPUT 150 W 
NOMINAL, SIMILAR TO TYPE -50126 EXCEPT? 
Te. TRANSNIT-RECEIVE RELAY REMOVED; 

2. TAP PROVIOEO FOR FREQUENCY BAND AD- 
JUSTNENT; 3. UNIT HOUSED tN A SMALLER 
CABINET. 

6/16/43 CW:D-166468 

SEPT 43 


cw- 50151 Qua 
TRAINING CONTROL AMP- 
LIFIER: THYRATRON AMPLIFIER TO CONTROL 
THE TRAINING MOTOR OF THE RETRACTINGGEAR 
IN SUCH A MANKER THAT THE PROJECTOR 
HAUNTAINS THE SAME TRUE BEARING IRRE- 
SPECTIVE OF CHANGES IN THE DIRECTION OF 
THE SHIPS HEAD. 
6/16/43 CKI0-166478 
SEPT. 43 


CHIESX-652680 
ISSUE 1 


czH 50152 oBB 
AVDIO AMPLIFIERS 
BUILT-IN BATTERY SUPPLY (1-1/2V & 67-172 
Vd). PEAKED AT 230 CYCLES WITH A GAIN OF 
APPROX. 80 0B. EQUIPPED WITH SIGNAL 
STRENGTH BETER CALIBRATED O TO 200 
MICROAMPS. UNIT HAS PROVIS1ONS FOR SET 
OF NAVY TYPE -49016 HEADPHONES (600 OHN 
6722743 353 
MAR. 44 REV @ 


NAVSHIPS 900,109 


[eke [rm sonowo vor | ota, | [eM [rare amon von | otrhanene, _| 


c2H50152 
OUTPUT). PROVIDES FOR EXTERNAL BATTERY 
SUPPLY. PORTABLE JN WATERPROOF CASE. 


cut 50153 TDH RE 9127 
TRANSMISSION LINE COUP- 

LING UNIT: FREQ RANGE 4.0 TO 18.1MC. . 
FOR COUPLING OUTPUT OF TRANSMITTER TO A 


650 OHH BALANCED TRANSMISSION LINE. 


6428/43 
AUG. 44 


cri 50154 SMCNXS-18477) 
SYNCHRO-AMPLIFIER: 

CONSISTS OF FOUR SYNCHRO MOTORS. (58,5F, 
5G,7G) EACH RATED 115 V PRIMARY AND 90 

V SECONDARY AND ONE SERVO-POWER MOTOR 
RATED 11/1/60, THIS UNIT SERVES TO 
COMPENSATE FOR MOTIONS OF THE SHIP IW 


POINTING. 
6/30/43 CFIzTBO-2,5 
SEPT 43 ALT Oo 


cJJ 50155 DAU 

AMPLIFIERS 

MOUNTS ON A SINGLE CHASSIS WITH ITS 
POWER SUPPLY, A 6 VOLT STORAGE BATTERY, 
INSEDE THE -t0230 HOUSING. MINIMUM SEN- 
SITEVITY 1S 100 MICROVOLTS INPUT FOR 20¥ 
OUTPUT ACROSS 125 OHMS. DESIGNED FOR EN- 
PUT AND OUTPUT IMPEDANCES OF 125 OHMS. 


742743 CWZASXX-35650  CWrASX-34062 
MAR. 44 ISSUE 2 
Cw-50155 


POWER OUTPUT IS 20 V ACROSS 125 OHMS 
WITH 5% OR LESS. DISTORTION. 


cw- 50156 “SEE BELOW 

TERMINAL REPEATERS 

TO RETRANSMIT SIGNALS RECEIVED FROM THE 
TELEGRAPH FACILITY TO THE MODULATOR CIR- 
CULT AND TO RETRANSMIT SIGNALS RECEIVED 
FROM THE DEMODULATOR CIRCUIT TO THE 
TELEGRAPH FACILITY. THIS CAN FUNCTION ON 
*UHF REMOTE CONT CIRCUITS NXg-16194 
8731435 CWSX-63603U-1 CW2X-63009U-) 
SEPT 435 tSSUE 3 


cw- 50156 
A FULL OR HALF-DUPLEX BASIS TO THE 
TELEGRAPH FACILITY OR SIMILAR REPEATER. 
STANDARD 19" PANEL 6-31/32" HIGH. 


crv 50157 Roce 

SIGNAL CONTROL PANEL: 

FOR COMBINING THE OUTPUT SIGNALS OF THE 
DIVERSITY RECEIVERS, THE RESULTANT QUT- 
PuT BEING FEO TO THE TONE KEYER TYPE 
CRV-5S007 ON AF AMPLIFIERS TYPE 
CRV-50098. INCLUDES 3 PLATE MILLIAMETERS 
TO UNDICATE OUTPUT UP TO 3 RECEIVERS, 
844/43 CRVIMI-7566A CRVIP-721936- 
SEPT 43 60; $uB i 


crv 50157 
ONE MILLIAMMETER TO INDICATE COMBINED 
OUTPUT, D& OUTPUT METER CALIBRATED 
+20 TO +608 FOR ZERO LEVEL OF 1.9 V IW 
600 OHM LINE. SAME AS CRV-S0099 OR 
CR¥-650120 EXCEPT FOR ENGRAVING OF IDEN- 
VLFICATIOM LABELS. 


cr¥- 50158 su 8216 

DRIVER AMPLIFIER 

OUTPUT: Z00 WATTS AT 56 OHMS, 17 TO 27 
KC. BNPUY 11571760, 600 WATTS MAXIMUM, 
EXCITATION FOR THIS UNIT IS OBTAINED 
FROM THE OSCILLATOR ENCLUDED tH THE 
(CORV-45037) RECEIVER-tNDICATOR-ORIVER 
OSCILLATOR. SAME AS CRY-50093 EXCEPT 
O/18/43 WA-16705-5 e216 

AUG. 44 


cry- 50158 
(1) OUTPUT IMPEDANCE (27 RELAY Cott Is 
REMOVED FROM THE BIAS CIRCUIT OF THE 
AMPLIFVER TUBES AND 1S CONNECTED IN THE 
RECTIFIER CIRCUST. SAME AS CRY-50105 
EXCEPT FOR OUTPUT IMPEDANCE. INPUT CUR- 
REMT; S.2 AMP. 


cuz 50159 RSEE BELOW RE 95188 
NOUSE PEAK LIMITER 

LIMIT PEAKS OF NOISE GREATER THAN SIGNAL 
BY RENDERING RECEIVER INOPERATIVE DURING 
PEAKS. USED BETHEEN SECOND DETECTOR AND 
FIRST AUDIO. THIS NAVY TYPE ENCLUDES A 
12H6 VACUUM TUBE. MT. LESS TUBES 12 02. 
SFOR USE wETH TCS REC. 


9/22/43 WHS cuz: 44 
DEC. 44 Cuz: 36 
cw 50160 cw-Sot60 @ 


DIRECTOONAL LISTERIRNG 
EQUIPAENTs: 


CANCELLED 


@CONTRACT WX 


8/26/43 CWrESR-671970 
MAR. 64 issue 1 
cw 50161 cw-s0160 & 


AGDIO AMPLIFIER 


“CONTRACT NX3 9 AND JS,CXEW 

8/26/43 CWLESO-667186 
MOV. 43 ISSUE 0 

cs- 50162 *SEE BELOW 


SYNCHRO AMPLIFIER: 
SAME AS CG-50130 EXCEPT THAT 6 G SYNCHRO 
OUTPUT AT 36 SPEED HAS 8EEN ADDED TO THE 
7G SYNCHRO OUTPUT, 


PNX5- 6985 
947/43 B- 8097842 
AUG. 44 REV 4 


cG- 50162-A Nxss-50856 

SYNCHRO AMPLIFIER 

SAME AS -50162 EXCEPT FOR CHANGE IN 
3 RESISTORS. 


C8772 7453 
wey. 43 
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CANH 50163 RAGGEF259A 

ANTENNA COUPLING UNIT 

FREQ RANGE: 150 TO 200KC, 200 TO 4000 KC 
AND 4000 TO 30,000 KC. ARRANGED FOR 
MOUNTING ON A VERTICAL SURFACE, USES ONE 
NAVY TYPE -47171 TRANSFORMER. USED WITH 
70 OHM CABLES RG-11/U OR RG-12/U HAVING 
SOLID DIELECTRIC. SIMILAR TO -S0067A 
9/28/43 RA 66F259C 

AUG. 44 


50163 
EXCEPT, BEING USED FOR SOLID DIELECTRIC 
UNSTEAD OF GAS FELLED LINE, DEVICES FOR 
USE WITH GAS FILLED LINE ARE NOT USED. 
INCLUDES A CARTREDGE TYPE DEHYDRATOR. 


RQ- 50164 QFL 

AMPLIFIER: 

INCLUDES A 33 1/73 RPM, 16" DIAMETER TUM- 
TABLE, A HIGH IMPEDANCE MAGNETIC PACKUP, 
AN AMPLIFIER AND SUITASLE CONTROLS. AM- 
PLIFIER HAS THREE OUTPUT CHANNELS: ONE 
GOES TO THE SPEAKER. ONE GOES TO THE RE- 
CORDER STYLUS, ONE 1S USED 10 FRIGGER 
9/25/43 

WOoVv. 43 


Ra- 50164 
THE RECORDER AND FEED THE AMPLIFIER ¢N 
THE RECORDER. TURNASLE OPERATES FROM 
V10/1/60, 0.33 AvtrPS. AMPLIFIER OPERATES 
FROM 105 TO 125 VOLTS SINGLE PHASE 
60 TO 60 CYCLES, 350 WATTS. RECORD 
STORAGE SPACE &S PROVIDED IN THE LOWER 
PART, AND ADJUSTABLE FEET ARE PROVIDED 
FOR OFF-LEVEL LOCATIONS. 


cG- 50165 acs 

TRALNING CONTROL AMPLIFIER: 

SUPPLY: 110/1/60. OPERATES FROM A SCT 
SYNCHRO AND CONTROLS A CG-21057 DYNAMO 
ELECTRIC AMPLIFIER, CONTAINS TWO 6L6 
TUBES, 2 TRAINING LIMIT RELAYS AND 
ASSOCIATED CIRCUITS. 


9/26/43, WW-8608177G) CGiW-306398-14 
MOV. 43 CAVAME-16725 REV 2 


cad: 50166 ax 
OSCILLATOR-AMPLIFIER UNIT 


FREQ RANGES 17 TO 26 KC. INPUT: 115/1/60. 


INCLUDES: D8 METER, LOUDSPEAKER, ANO 
SELECTOR SWITCH WITH 3 POSITIONS: -SEND, 
RECEIVE. AND BEAT. RESISTIVE COMPONENT 
OF OUTPUT OR INPUT IMPEDANCE IS 100 OHM‘, 
POWER OUTPUT ON "SEND" POSITION IS 


VOs1/43 146-8 3427 
AUG, 44 REV O 
6350166 


APPROXIMATELY 0.7 WATTS. 


cw- 50167 UF 
LUNE TERMINAL UNIT 


VOs15 743 
NOV. 45 


[_ pare | “BARES | _ goNHROC TURES. 


cw- 50168 | UF 
RADIO-LINE UNIT 


VOs15 743 
WOv. 43 


cu- 50169 UF 
RELAY RADIO UNIT 


VO/ES/43 
NOV. 43 


RaA- 50170 XCE 

MODULATOR 

SUPPLY: E10 OR 220 VOLTS, ONE © 60~,9200 
WATTS. HIGH IMPEDANCE VARIASLE VOLTAGE 
LEVEL OUTPUT. AUDIO RESPONSE FLAT FROM O 
TO 1800~. wWiDTH 15", HEIGHT 86 174", 
DEPTH 25", 


10/23/43 
wov. 43 


cmt 50171 JR-1 02931 

AUDIO AMPLIFIER 

INPUT: 150 VOLTS DC AT 15 MA AND 50 

VOLTS DC AT 150 MA. tHPUT IMPEDANCE 120 
OHMS BALANCED TO GROUND, OUTPUT IMPEDANCE 
$0 OR 600 OHMS 20db BELOW 1 MILEWATT, 
GAiM JS 100db. RESPONSE IS FLAT WITHIN 
t3db FROM 70 TO 12000 CPS WITH SWITCHING 
14f20743 g02731 

MAR. 44 


cut 50.171 
ARRANGEMENTS PROVIDING CUTOFF BELOW 600 
CPS. BELOW 1200 CPS, OR BELOW 2400 CPS, 
SIMILAR TO TYPE -$0123 MOUNTED IN NAVY 
TYPE -10300. 


cx8. 50172 FOR GEN RAD USE™ RE-9252-A 
ANTENNA MULTICOUPLER UNIT 

tNPUT: 110/1/50-69, 0.32 AMPS, 35 WATTS. 
FOR COUPLING 1 ANTENNA’ TO 5 RECEIVERS, 
ATTENUATION TO BACK RADIATION 1S 6008. 
ATTENUATION TO INCOMING SIGNAL 1S ZERO 
DB. UNIT JS FOR RACK MOUNTING ON STAN- 
DARD 19" RACK, 

V/26/43 *ONXSr-39138) 
MOV. 43 


Ra- 50173 XCE 

SIGNAL GENERATOR 

NOISE GENERATOR 

NOISE SIGNAL GENERATOR. EMPLOYS RANDOM 
ELECTRONIC KEYING OR RANDOM NOISE GEN- 
ERATOR OR SAW GENERATION (SAW-TOOTH 
WAVE), USED TO OPERATE MODULATOR -50170. 
GETS POWER FROM MODULATOR (-50170). 
12/10/43 

FEB. 44 


cU0 50174 FOR USE WITH RCF 
RERADIATION SUPPRESSOR 

ONE STASE, UNTUNED AMPLIFIER WHICH IS 
INSERTED BETWEEN ANTENNA AND RECEIVER TO 
REDUCE RERADIATION FROM RECEIVER. 


T2/15/43 
FEB. 44 


cN- 50174-4 WSEE BELOW RA S3F 209 
RERADIATION SUPPRESSOR RE 49044 

ONE STASE, UNTUNED AMPLIFIER WHICH IS 
INSERTED BETKEEN ANTENNA AND RECEIVER TO 
REDUCE. RERADIATION FROM RECEIVER. SAME 
AS -50174 EXCEPT FOR MINOR CHANGES. 


WFOR USE WITH RCF 
8/29/44 CN:AC2060 
DEC. 44 


cex 50175 OAX-1 

OSCILLATOR-AMPLIFIER UNIT 

FREQUENCY RANGE: 17 TO 26 KC, INPUT 
115/1/60. INCLUDES 03 METER, LOUDSPEAKER 
AND SELECTOR SWITCH WITH 3 POSITIONS; 
SEND, RECEIVE AND BEAT. RESISTIVE COM- 
PONENT OF OUTPUT OR INPUT IHPEOANCE US 
100 OMMS. POWER OUTPUT ON "SEND" 
12/23/43 

AUG. 44 


cek 59175 
POSITION IS APPROX. 0.7 WATTS, SIMILAR 
TO -50166. 


cc- 50176 VE-t 

AUTOMATIC SYNCHRONIZER 

RECEEVES A MARKER COINCIDING WITH THE 
LEADING EDGE OF THE “A” PEDESTAL, 
INTRODUCES A DELAY, AND MAKES A GATE 
WHECH iS ABOUT THO MICROSECONDS LONG. 

GATE USED TO SAMPLE LEADING EDGE OF THE 
REMOTE SIGNAL AS IT SETS ON THE “A™ 
1/6/44 DL 4Ww4alsa 

MAR. 44 


ce-50176 
PEDESTAL. USED TO VARY PHASE OF 60 CYCLE 
VOLTAGE WHICH IS SENT TO THE CRYSTAL 
UNIT WHEN AN AMPLIDYNE CIRCUIT IS USED 
TO CORRECT FOR ORIFT. 


cw- 50177 UG 

LOAD CONTROL UNIT 

INCLUDES VACUUM TUBE AMPLIFIER - DETECT- 
ORS AND ASSOCIATED CONTROLS. UNIT HAS 
TWO COMPARTMENTS, EACH HAVING HINGED 
FRONT PANELS. ONE COMPARTMENT INCLUDES 
RELAYS. 


3/17/44 X-66314C 
MAR. 44 


cay 50178 CO-9a 

MODULATOR UNIT 

INPUT 15 VOLTS AC AT 0.6 AMPS CHEATER) 
AND 250 VOLTS OC AT 14 MILLIAMPS (PLATE) 
NOISE OUTPUT GREATER THAN 24 VOLTS PEAK 
WITH SWITCH TN PHI" POSITION, 3.2 VOLTS 
(40,6-0.3) PEAK IN "LO" POSITION. CON- 
SISTS OF A TYPE 2051 VACUUM TUBE OSCIL~- 
4/3/44 7412557 

AUG. 44 GROUP 


cay59178 
LATOR AND A TYPE 6AG7 VACUUM TUBE RE- 
SISTANCE COUPLED AMPLIFIER. 


mauraerunr® | sAWNTATUN 


CONFIDENTIAL 


pare | MAUIAGTRRE SoM | 


NAVSHIPS 900,109 


3.50-12 


Converters—Mixing Panels 


Class 50—Anplifier, Modulator and Coupler Units—Electronic 


[ pea [ast ASSIGNED FOR ii OAR EN | 


AYR FIRST ASSIGNED rox | ERAN | 


oa FIRST ASSIGNED FOR [ OWE SEALS, | 


co: 50179 JP-2 
AUDIO AMPLIFIER 
INPUT 110 (90 TO 130) VOLTS DC, AT 0.35 
AMPSw WIDE BAND AMPLIFIER. OVERALL GAIN 
APPROX. 106Db WITH APPROX 100 MW OUTPUT. 
¥NPUT IMPEDANCE 50 OHMS AT 900 CYCLES. 
OUTPUT IHPEDANCE 300 OHMS FOR LOUDSPEAKER 
ANO/OR HEADPHONES ANDO APPROX 8000 OHMS 
3/21/44 

DEC 44 


RQSOFI26A 


RQ 50179 
FOR HIGH IMPEDANCE PHONES. THIS IS A 
MODIFIED CO1-50140, (S ELECTRICALLY 
INTERCHANGEAZLE WITH -50133, IS OF IM- 
PROVED DESIGN, MECHANICALLY INTERCHANGE - 
ABLE EXCEPT FOR J-105 RECEPTACLE. 


CANV- 50180 QuB 

TRAINING CONTROL AMPLIFIER? 

CONSISTS OF VOLTAGE REGULATING TRANSTAT 
WHICH SUPPLIES 115 YOLTS TO TWO INDEP- 
ENDANT VACUUM TUBE RECTIFIER EACH OF 
WHICH 4S CAPA3LE OF FURNISHING 350V OC 
AT 200 MA, A VACUUM TUBE YOLTAGE REGULA- 
TOR CIRCUIT TO REGULATE THE WeGATIVE 
4/21/44 (CW)0-168460 (OWESX-658976 
JULY 44 ISSUE 7 


canv -50180 
120¥ DC SUPPLY AND AN AC OPERATED SINGLE 
STAGE PUSH-PULL AMPLIFIER USED TO CON- 
TROL AN EXTERNAL TRAINING MOTOR, ALL 
MOUNTED ON A METAL CHASSIS HAYING A 
FRONT PANEL. A PART OF THE -23430 CON- 
TROL CONSOLE. 


ew- 50131 QuB 

DRIVER AMPLIFIER: 

CONSISTS OF A SINGLE STAGE. PARALLEL 
PUSH-PULL CLASS @ AMPLIFIER AND ITS AS- 
SOCIATED POWER SUPPLIES ALL MOUNTED ON A 
METAL CHASSIS HAYING A FRONT PAKEL AND 
PROVIDED WiTH A PLUG FOR REAR CONNECTION 
A PART OF THE -23430 CONTROL CuNSOLE. 
4/21044 D-168462 ESX-658976 

JULY 44 ISSUE 7 


cH- 50182 PL 

VOICE FREQUENCY AMPLIFIER: 2 

TwO STAGE AMPLIFIER WITH TWIN OUTPUTS, 
MAX. CAIN ASOUT 40 OD. FOR USE ON 600 
OHM BALANCED INPUT AND OUTPUT. 


4/24/44 
JULY 44 


cu- 50183 PL 

CHANNEL HOOULATOR?: 

INCLUDES LueyT CURCUIT. LEVEL INDICATOR, 
DUAL MODULATOR CIRCUIT, CRYSTAL FILTER, 
HIGH FREQUENCY AMPLIFIER DENODULATOR 
CIRCUIT, AND OUTPUT CIRCUIT. USED TO 
SHIFT VOLCE CHANNEL FROM ONE POSITION IN 
AUDIO RANGE TO ANOTHER BY MODULATING 
4d24044 

JULY 44 


cw- 50133 
VOICE FREQ CIES WITH IN CARRIER FREQ- 
VEUCIES, SELECTING THE OESIRED SIDE 
BARD BY MEANS OF A 3 KC CHANNEL BANDPASS 
FILTER, ASPLIFYING THESE SIGNALS ANDO 
DENODULATING TO THE AUDIO RANGE AGAIN. 


ASSIGNED 
ISSUED 


cu- 50184 REA 

HOF. AMPLIFIER & DETECTOR: 

CONTAINS 2 HF AMPLEFLERS AND 2 FIRST 
DEMODULATORS. ONE HF AMPLIFIER COVERS 

4 TO 10 MC RANGE AND THE OTHER COVERS 10 
TO 22 MC RANGE. CONTROLS ARE PROVIDED 
FROM ONE RANGE TO THE OTHER. TUNING CON- 
DENSORS FOR §{NPUT AND OUTPUT CIRCUIT OF 
4/24/44 D-169178 

FEB. 45 


cw- 50184 
HF AMPLIFIERS ARE GANGED WITH A PANEL 
CONTROLLED FINE ADJUSTHENT CONDENSOR IN 
THE &ENPUT CIRCUIT. 


cWH- 50185 REA 

1.F. AMPLIFIER & DETECTOR: 

CONTAINS (NTERMEOIATE FREQUENCY BAND 
FILTER, FIRST INTERMEDIATE FREQUENCY AMP- 
LIFIER STAGE AND THE BALANCED SECOND 
DEMODULATOR. ELEMENTS ARE ARRANGED FOR 
OPERATION AT APPROXIMATELY 3 KC. 


47247464 D-169187 
FEB. 45 


cH- 50186 REA 

CHANNEL AMPLIFIERS 

THO ARE PROVIDED: ONE FOR CHANNEL A AND 
ONE FOR CHANNEL Bs EACH CONTAINS A 3 
STAGE AMPLIFIER, A BALANCED THIRD DE- 
TECTOR AND A YOICE FREQUENCY AMPLIFIER, 


4724744 0-169181 : 
FEB. 45 f 


cw- 50187 REA 
CHANNEL "B" AMPLIFIER: 


CANCELLED S/16/45 


4/24144 
FEB. 45 


cw- 50133 REA 

CARRIER AMPLIFIER: 

CONTAINS 3 CARRIER BRANCH AMPLIFIER 
STAGES. THE AUTOMATIC VOLUME COXTROL 
RECTIFIER AND A RECONDITIONED CARRIER 
AMPLOFLER STAGE. 


4124/44 
FES. 45 


O-169183 


cHs- 50189 ux 

ENTRANCE BOX UNIT: 

CHASSIS HAS 4 SHIELDED COMPARTMENTS WITH 
SHIELOED ENCLOSURE. PROVIDES ENTRANCE 
TERMINAL & DISTRIGUTION FACILITY TO 
LORAN TUNER SHIELDED ROOHS. CONTAINS 
SINGLE STAGE WIDE BANO UNTUHED ATTENUA- 
TOR AMPLIFIER, WHICH RECEIVES EXCITA~ 
$/27/44. CDU:B-C-1A CDU:0D-3296-C1 
FEB. 45 


cus 50189 
THON FROM TERMINATED 50 OHMS COAXIAL 
TRANSMISSION LINE [SOLATED FEEDS PRO- 
VIDED FOR 4 LOW GAIN RECEIVERS INPUTS 
FROM | EXTERNAL SUPPLYING SOURCE. MAIN 
POWER SWITCH PROVIOED ON THIS UNIT FOR 
MODEL UK EQUIPMENT. REQUIRES 115¥, 60 
CYCLES AT 3 V.As PLUS 200 VOLTS AT 10 
MoA. 


ASSIGNED 
issuto 


cus- 50190 UK 

DISCRIMINATOR UNIT? 

CONTAINED IN CHASSIS WITH CLAHP-ON SHIELD 
COVER. CONTAINS ATTENUATOR AMPLIFIER 
WITH BIAS CONTROL ORIVER & LOW IMPEDANCE 
CATHODE FOLLOWER OUTPUT. FOUR TERMINATED 
COAXIAL INPUTS PROVIDED TO SUPPLY POSt- 
TIVE ATTENUATING PULSES TO ORIVE AMPLI- 
8/27/44 CDU:C-2A CDU3DD-3297-C-I 
FEB. 45 


cHs- 50190 
FIER TUBES BEYOND CUT-OFF, KSEPS TRANS- 
MUTTER FROM BLOCKING RECEIVER, FOUR OUT- 
PUTS PROVIDED FROM CATHODE FOLLOWER WITH 
OFF-ON SWITCH EN EACH CIRCUIT, REQUIRES 
115 VOLTS 60 CYCLES AT 50 V.A, 


caon- 50191 uJ 

EXCITER ORIVER UNIT? 

AMPLYFIES AND SHAPES OUTPUT CONTROL 
PULSE FROM NAYY TYPE CHV-25440 CENTRAL 
UNIT. CONTAINS FILAMENT TRANSFORMER TYPE 
2050 VACUUM TUBE, PULSE OUTPUT TRANS- 
FORMER & NET WORK OF RESISTORS & 
CAPACITORS. 
6/3/44 

FEB. 45 


CDU:DD-5000-B 


RA- 50192 FOR USE WITH XCE RE 135A 8928 
RF. SHEEP CONTROL UNST 

AUTOMATICALLY SWEEP RF FREQUENCY AT AN 
AUDIO RATE. USED TO VARY THE CARRIER 
FREQUENCY AT A RANDOM RATE, WI9TH OF 
SWEEP PLUS OR MinuS O TO 1500 CYCLES. 
OPERATES FROM $10/5/60 HAVING AN INTE- 
GRAL RECTIFIER POWER SUPPLY, APPROX 
621044 RA-X50192 

WAR. 45 


Ra-50192 
100 #ATTS. FOR USE WITH T8K-5 YP. T3L-3 
UP, TCK, TOE OR OTHER M,O. XNITERS. 


cRV- 50193 see BELOW 

MODULATOR UNIT: 

CLASS "B" MODULATOR. OUTPUT OF 250 WATTS 
FOR PLATE MODULATING TO 100% 13K SERIES 
WHEN OPERATED AT 1/2 POWER. PUSH PULL. 
DRIVEN BY -50055 SPEECH AMPLIFIER. INPUT 
1500 VOLTS AT 300 MA AND 11S/1/60. 

RFOR USE WITH T8K SERIES. 


7¢3/44 = Mi -8855 T-617659 
SEPT. 44 SuB 0 
CRY¥- 50194 SEE BELOW RED4689 


MODULATOR ASSEMBLY: 

CONSISTS OF ONE -50193 MODULATOR UNIT, 
ONE -51008-A HAND TELEPHONE ASSEMBLY, 
ONE -50055 SPEACH AMPLIFIER. 


RFOR USE WITH TBK SERIES 


TI3144 Hi-8855 CRY:T-617656 
SEPT. 44 REY 0 
CRV- 50195 wea CONVERSION 


CONVERTER-AMPLIFIER: 

CONVERTS ANY 5 KC BAND WIDTH 1 THE 
RANGE OF 8 KC TO 60 KC TO THE A010 BAND 
OF 0 TO 5000 KC. CONYERS{ON IS ACCON- 
PLISHEO BY A DOUZLE HETEROOYNE MIXING 
CIRCUIT, DIAL CALIBRATIONS MARK FREQUEN- 
CIES WHICH WILL GIVE ZERO BEAT. SUPPLY: 
8/5/44 

SEPT. 44 


batt mayueactuners | BAKACTHRER 


DATE | 


SHARON? | BANTACTURE GL 


pare | *AMURARTHARE® | RAWHEATAERSA. | 


NAVSHIPS 900,109 


CONFIDENTIAL 


Class 50—Amplifier, Modulator and Coupler Units—Electronic 


Converters—Mixing Panels 


SASL, [nase asvon ron | GALEN | DANII [rast asioneo ron | WALANG, | 


TH5V OC. crv- 50195 
USED WITH JP SERIES AMPLIFIER. 


crv- 50196 Wea CONVERSION 

AUDIO AMPLIFIERS 

SUPPLY: 115V OC 3 STAGES INPUT AND OUT- 
PUT IMPEDANCE, 1S 600 OHMS. GAIN IS AT 
LEAST 72 db WITH MAX, OF 800 MW OF UN- 
DISTORTED POWER. INCLUDES RELAY FOR 
CHANGING CONNECTIONS FOR TALK-BACK USE. 
PERMITS COMMUNCIATION BETWEEN FORWARD 
8/5746 

SEPT. 48 


cr¥- 50196 
TORPEDO ROOM AND CONNING TOWER. 


cRV- 50197 xSEE BELOW 

SONAR TALKBACK SYSTEM 

CONSISTS OF A TYPE -50196 AUDIO AMPLEIF- 
VER, A TYPE -49585 TALKBACK SPEAKER UNIT, 
A TYPE -23451 OPERATOR'S CONTROL UNIT 
AND A TYPE -49586 HEAOSET ASSEMBLY. 
@MCA-CONVERSION 


Bfios4a4d 
OCT. 44 


ezc- 50198 R00 RE 94244 


UF -AF AMPLIFIER 

IF FREQUENCY IS 30 MC (CENTER FREQUENCY) 
MAXENUM UNDISTORTEO OUTPUT OF UNIT IS 

40 MILLIWATTS ACROSS 600 OHM LOAD. HEAD- 
PHONE JACK ON FRONT PANEL. OUTPUT CON- 
NECTION AT REAR FOR AUDIO OUTPUT TO RE- 
MOTE POSITION. 

8/15/44 9000 

OCT. 44 


crv- 50199 ut 

CONVERTER-AMPLIFIER 

CONVERTS ANY & KC BAND WIOTH IN THE 
RANGE OF 8 KC TO 60 KC TO THE AUDIO BAND 
OF 0 TO 5000 CPS. CONVERSION IS ACCOM- 
PLISHED BY A DOUBLE HETERODYNE MIXING 
CIRCUIT. DIAL CALIBRATIONS MARK FREQ~ 
VENCIES WHICH WILL GIVE ZERO BEAT. 
9/5/44 

oct. 44 


cRv- 50139 
SUPPLY: 120¥ DC, USED WITH JP SERIES 
AMPLIFIER. SIMILAR TO -50196 BUT NOT 
IHTERCHANGEASLE. 


crv- 50200 ut 

SONAR TALKBACK AMPLIFIER 

SUPPLY: 120V DC. 3 STAGES, INPUT AND 
OUTPUT ImPEDANCE 1S 600 OHMS. GAIN IS AT 
LEAST 72 db WITH MAX. OF 860 MW OF UN- 
DISTORTED POKER. INCLUDES RELAY FOR 
CHANGING CONNECTIONS FOR TALKSACK USE. 
PERMITS COMMUNICATION SETHEEN FORWARD 
9/5/44 

OCT. 44 


ASSIGNED |” 
ISSUED 


3.50-13 


BAG [rasr assioneo ror | GMMR | 


erv- 50200 
TORPEDO ROOM AND CONNING TOWER. SIMILAR 
TO -50196 BUT NOT INTERCHANGEABLE. 


crv- 50201 ut 

SONAR TALKBACK SYSTEM 

CONSISTS OF A TYPE -50200 AUDIO AMP- 
LIFLER, A TYPE -49590 TALKBACK SPEAKER 
UNIT, A TYPE 223461 OPERATOR’S CONTROL 
UNIT AND A TYPE -49586 HEADSET ASSEMBLY. 


9/5744 
OCT. 44 


cm-50202 SEE BELOW RE 9597 

OG SYNCHRO AMPLIFIER (OSC) 

MIXES SYNCHRO SIGNALS IN STANDARD SERVO 
SYNCHRO SYSTEM FOR USE WITH RADAR EQUIP- 
MENTS. CONSISTS OF A $15/2/50 SERYO mO- 
TOR TWO SCT SYNCHROS AT 1-36 SPEED AND A 
SERVO AMPLIFIER FOR INPUT AND A 70G SYW- 
FOR GENERAL RADAR USE 

9/8/44 CMsCaL-27000 
OCT. 44 


cm-50202 
CHRO AT 1 SPEED ANO A 6DG SYNCHRO AT 
36 SPEED FOR OUTPUT.. 


cG- 50202-A “see BELOW RE 9597 

DG SYNCHRO AMPLIFIER (OSC)? 

SAME AS BASIC NUMBER EXCEPT FOR COM- 
PONENTS, ELECTRICALLY AND MECHANICALLY 
INTERCHANGEABLE WITH -50202. 


FOR GENERAL RADAR USE 
10/21/44 0L-8256506-G1 


DEC. 44 

ch- 50203 RSEE BELOW RE 9597 

DG SYNCHRO AMPLIFIER 

COSC & DIC): MIXES SYNCHRO SIGNALS IN 


STANDARD SERVO SYNCHRO SYSTEM FOR USE 
WITH RADAR EQUIPZ4ENTS, CONSISTS CF TWO 
118f2760 SERVO MOTORS, TWO SCT SYNCHROS 
AT 4.36 SPEED 70G SYNCKRO AT 1 SPEED AND 
HFOR GENERAL RADAR USE 

973144 CMSCAL-27010 
OCT. 44 


cm- 50203 
A 60G SYNCHRO AT 36 SPEED FOR ourpur. 


cG- 50203-a see BELOW RE 9597 

DG SYNCHRO AMPLIFIER 

CoSc & DTC): AME AS BASIC NUNSER EX- 
CEPT FOR COMPONENTS, ELECTRICALLY ANO 
MECHANICALLY INTERCHANGEABLE WITH TYPE 
~50203. 


SFOR GENERAL RADAR USE 
10/21/44 DL-8235507-G1 


DEC. 44 : ASSIGHED 
i IssuED_| 


CFT- 50204 TON-4 

MODULATOR 

INPUT: 4250V DC, 690¥ DC. 220V AC, 110V 
AC. HAS INTERNAL BIAS SUPPLY OF 130V OC. 
CONSISTS OF 2 STAGES OF SPEECH AMPLIFI - 
CATION, A DRIVER STA.E, AND CLASS d mOD- 
ULATOR STAGE. PROVIDES ABOUT 2 KW OF 


AUQIO. 
9/13/54 T25-A RC-5869-12A 
OCT. 44 REV 0 


RQ- 50205 JP-ta 

AUDIO AMPLIFIER: 

INPUT; 110 (90 TO 130)¥ DC AT 0,35 AMPS, 
CONSISTS OF TYPE =$0138 AUDIO AMPLIFIER 
MODIFIED BY A NOISE LEVEL MONITOR “ADAPT ~- 
ER WHICH IS A STEEL BOX THAT MOUNTS ON 
THE PANEX., REPLACING INPUT AND MAGNE- 
TIZER RECEPTACLES, PUSH-TO- MAGENITIZE 
10/4/44 

Dec. 44 


RQ- 50205 
KEY, POWER SWITCH, INDICATOR TUSE AND 
FUSE POSITIONS. PROVIDES SELECTOR 
SWITCH, A Gb METER, Ft HOLDERS, 
MAGNETIZING SWITCH, PILOT LIGHT, PUSH- 
BUTTON SWITCH, POwcR SUPPLY SwITCH, A 
DOUSLE THROW SWITCH AND 4 RECEPTACLES. 
FREQ, RANGE: 100-10000 CPS. 


RQ- 50206 UP-2a,JP-3a 

AUDIO AMPLIFIERS: 

INPUT: 110 €90 TO 130)V DC AT 0,35 AMPS. 
CONSISTS OF TYPE -$0179 AUDIO AMPLIFIER, 
MODIFIED BY A NOISE LEVEX MONITOR ADAP- 
TER WHICH €S A STEEL BOX THAT MOUNTS ON 
THE PANEL, REPLACING INPUT AND IMAGNETI - 
ZER RECEPTACLES, PUSH-TO-HAGNETIZE KEY, 
30/4/44 

DEC. 44 


RQ- 50206 
POWER SWITCH, INDICATOR TUSE 
ANO FUSE POSITIONS. PROVIDES SELECTOR 
SNITCH, A do METER, FUSE HOLDER, MAGHE- 
TEZENG SWITCH, PLLOT LIGHT, PUSK-B8UTTON 
SWITCH, POWER SUPPLY SHITSH, A DOUSLE 
THROW SWITCH AND 4 RECEPTACLES. FREQ. 
RANGE: 100-10000 CPS, 


cen- 50207 wWrA 

LISTENING AMPLIFIER: ; 

UNIT CONSISTS OF A SONIC AND A SUPER- 
SONIC AMPLIFIER. SONIC AMPLIFIES S1G- 
NALS IN BAND FROM 200 TO 15009 CYCLES, 
OUTPUT IS FED INTO TWO 6CO OHM HEAOSETS 
AND AN OUTPUT LEVEL. HETER. FILTERS MAY 
BE INTRODUCED IN CIRCUIT TO ELIMINATE 


11/4/44 1013 60393 
DEC. 44 ALT O 
camM- §C207 


VARIOUS PARTS OF THE SPECTRUM.SUPERSONIC 
AMPLIFIES SIGHALS t eA.9 FIO 8000 TO 
102,000 CPS. WILL SELE AN’ BAND OF 
4000 CPS IN THIS SPECTRUM. OUTPUT IS FED 
(NTO TWO HEADSETS AWD METERING CIRCUIT. 


CM- 50208 See BELOW RE 9597 
SERVO ANPLIFIERS 
SUPPLY: 115/1/60 AT O. 
SYNCHRO SIGHALS AT 1-36 


THE 
SYNCHROS IN THE CSC OX c AMP > 
LIFIES AND SHIFTS PHASE OF Thi SISKALS 
ANO FEEDS ONE PHASE OF A 2 PHASE SERVO 


FOR GENERAL RADAR USE 
11/6/44 
OEC. 44 


care | “SHASTA | AUMTATIRGA | 


DATE 


MEMTAGHAE | BANARASTINETS | 


pare | MAIUACTHERRS SAAT | 


CONFIDENTIAL 


NAVSHIPS 900,109 


3.50-14 


Converters—Mixing Panels 


Class 50—Amplifier, Modulator and Coupler Units—Electronic 


eh FIRST ASSIGNED FoR | NAYS SPAMS, ova [rst assianeo Fox | WAM RRAYT NG, peat [raze ASSIGNED FORK OAM ARAN, 


cm- 50208 
MOTOR. USED IN TYPE ~S0202 AND 50203 
DG SYNCHRO AMPLIFIERS. 


CG-50208-A # SEE BELOW RESSS7 
SERVO AMPLIFIER 

SUPPLY: 115/1/60 AT 0.6 AMPS AND CT RO- 
TOR SYNCHRO SIGNALS AT 1-36 SPEED FRON 
THE SYNCHROS IN THE OSC & OTC SYSTEM, 
AMPLIFIES & SHIFTS PHASE OF THESE SIG- 
NALS AND FEEDS ONE PHASE OF A 2 PHASE 
&FOR GENERAL RADAR USE 

11414744 OL-8256505G1 

DEC. 44 


; 50208-a 
SERVO NOTOR. USED IN TYPZ -50202-A AND 
*$0203-A DG SYNCHRO AMPLIFIERS. SAME AS 
-$0208 EXCEPT FOR COMPONENTS. 


ceM- 50209 wera 
TRANSFER RELAY & BOT 
AMPLIFIERS CONSISTS OF TWO AMPLIFIER 
DETECTORS (PALS) A TRANSFER RELAY RACK 
AND THREE POWER SUPPLY UNITS. EACH PAL 
CONSISTS OF TWO CHANNELS TO BE CONNECT~ 
ED TO OUTPUT OF A SPLIT HYOROPHONE. OUT- 
PUT OF CHANNELS 1S FED INTO A 801. TRANS~ 
13/8/44 1014 SK-6253 ALT 2 
DEC. 44 

“ 


ces- 50209 
FER RELAY RACK 1S DESIGNED FOR SWITCH- 
tNG AND TRANSFERRING TOP ANO BOTTOMSIDE 
PROJECTORS AND RECEIVER AMPLIFIERS AND 
DRIVERS FROM TRANSMST TO RECEIVE AND 
VICE VERSA, ALSO FUNCTIONS AS CONTRO. 
TRANSFER FROM FORWARD TOPEDO ROOM TO 
CONNING TOWER. 


-50210 GEN. RADIO USE 
AUDIO AMPLIFIER: 
FREQ. RESPONSE 250-4900 CPS... 2 WATTS 
OUTPUT 54 HURHONTC DISTOKTION AT 40 
CRS. SUPPLY: 115/1/60. 5 CHANNS4. AUDIO 
INPUT, DRIPPROOF ENCLOSURE. DESIGNED 
FOR BULKHEAD MOUNTING. SHOCK PROOF. IN- 
PuT IMPEOANCE IS 600 OHMS. OUTPUT IMPED- 


11/10/44 . 
DEC. 44 

-~50210 
ANCE 1S 660 OutS FOR LINE AND 15 OHHS 
FOR VOICE COUL. 
cs- 50211 DBE RE $3A 944 


SWEEP & AMPLIFIER UNIT? 

INCLUDES VICEO AMPLIFIER AND PROVIDES 
SWEEP VOLTAGES AND OTHER OE MLECTION 
VOLTAGES FOR CATHODE RAY TU3S. PART OF 
TYPE -46265 LORAN RECELVER-INDICATOR. 


CANCELLED 
11/22/44 651013 
HAY 45 
[cane] MRUNASTOR? | SeUAPTUNEE 


NAVSHIPS 900,109 


rw- 50212 Fs¢ 
MIXER UNIT? 


1/25/44 
DEC. 4% 


Rw S0FS05 


CHG- 50212-A FRC-t 

MIXER UNIT: 

CONTAINS THO IDENTICAL OEMODULATORS 
WHICH SEPARATE THE MARK AND SPACE TONES 
AND COMBINE THE RECEIVER OUTPUTS. OUT- 
PUTS ARE FED INTO TYPE CHG-55215-A FIL- 
TER UNIT. SAME AS -S0212 EXCEPT FOR 
COMPONENTS. 

6/17/45 

JUN. 45 


Gem- 50213 X-ocr 

OSCILLATOR-AMPLIFIER UNIT: 

(mPUT: 115/1/60. FREQ, RANGE 7 TO 70 KC. 
INOLUDES DB METER, LOUDSPEAKER AND SE- 
CECTOR SWITCH WITH 5 POSITIONS 2 SEND, 2 
RECEIVE AND I BEAT. RESISTIVE COMPONENT 
OF OUTPUT OR INPUT IMPEDANCE 1S 60 OHMS. 
POWER OUTPUT ON “SEND” POSITION IS 


12/1/44 
DEC. 44 
ceu- 50213 
APPROX. 1.0 WATTS. 
caon-50214 080 REISABS4 


DC AMPLIFIER 

OC LOW FREQUENCY, RESISTANT-COUPLED. IN- 
CLUDES CONVERTER AND INTEGRATING CIR- 
CUIT. SUPPLYS 1180/1760. 


Vestgasaa 
JAN. 45 


ctF- 50215 PQ TERE (RED 
AMPLIFIER 

SUPPLY: 11571760, AMPLIFIES THE OUTPUT 
VOLTAGE BETWEEN 10 YOLTS AND 150 VOLTS 
OF MODELS ROC, RDG OR ROH PANORAMIC 
SEARCH RECELVERS. OUTPUT VOLTAGES RANGE 
BETWEEN 30 AND 450 VOLTS. 


V2f20744 
Jan. 45 


cou- 50216 vs 

AUXILUARY OLSCRIMIMATOR 

UNbT: RECEIVES SIGHALS FROM TYPE -$0190 
DISCRIMINATOR UNIT AND ATTENUATES THEA 
BEFORE FEEDING THEM TO THE REMOTE ANTEN- 
NA (HPUT TERMINAL OF THE TYPE -46249 RE- 
CENVER, ON THE REAR OF WHICH UNIT (T US 
MOUNTED. RECEIVES FILAMENT & PLATE 
V4asas DD-5181-C-2 
JAN. 45 


cou- 59216 
VOLTAGES FROM THE TYPE -46249 RECEIVER 
QNIT. 


cw- 50217 ox 

MODULATOR 

FREQ. RANGE? 425 TO 4675 CPS. CONSISTS 
OF VACUUM TUBE TYPE PANEL SUITABLE FOR 
KEYING A TONE SIGNAL OF O 08M BY MEANS 
OF AN ELECTRONIC RELAY. SIMILAR TO 
-50102 EXCEPT HAS PROVISIONS FOR TONE 
POLAR & CONTACT KEYEiNG. POLAR KETING 


V/s/4s 

Jan, 45 

RANGE FROM cw- 50277 
17 TO 100¥ DC. TONE KEYING RANGE 1S -20 
TO 0 DBH. 


cw- 50218 TEF 

MODULATOR (1A) 

CONTAINS A BALANCED MODULATOR WHICH 
TRANSLATES AUDIO FREQUENCIES 125KC TOA 
BAND OF 3125-1 TO 131 KC. SAME AS NAVY 
TYPE -60246 EXCEPT FOR ONE TRANSFORMER 
WHICH ENABLES OPERATION ON 119 TO 124.9 
KC. 

1407/45 

WAR, 45 


cw- 50219 TEF 

DOUBLE SIDEBAND {NPUT PANEL 

CONTAINS AM AUDIO AMPLIFYING STAGE. A 
125 KC OSCILLATOR. A MODULATOR WITH A 
425 KC CARRIER OUTPUT A CARRIER FREQUENCY 
WOBBLER DEVICE, AND A SWITCHING CIRCUIT 
FOR SELECTION OF SINGLE OR DOUBLE SIDE- 
BAND OPERATION. 

W707 /45 

MAR. 45 


cw-50220 EF 
MULTI-CIRCULT LOW FREQUENCY 

PANEL: CONTAINS A CRYSTAL CONTROLLED 
625 KC OSCILLATOR, A #25 KC MULTIVE- 
BRATOR AND AMPLIFIER, A 125 KC CARRIER 
REINSERTION AMPLIFIER, A MODULATOR WITH 
A 2625 KC OUTPUT, A 2500 KC HARMONIC 
GENERATOR, AND A SALANCED SECOND MODU- 
VW/N7/45 

MAR, 45 


cw- 59220 
LATOR TRANSLATING THE CARRIER FREQUENCY 
FROM 125 KC TO 2625 KC. 


Cw- 502214 TEF 
AMPLIFIER 2 
CONTAINS A SINGLE TUBE ParI9 FREQUENCY 


AMPLIFIER WITH SIX PRETUNED PLAT 
CtRCurts, 


W/r7sas 
MAR. 45 


cw- 50222 EF 

AMPLIFIER 3 

CONTAINS RADIO FREQUENCY AMPLIFIER WITH 
TwO PENTOOES (N PUSH-PULL WITH VARIABLE 
IRDUCTANCE TUNING. PLATE TERMINALS ARE 
IN TYPE CW-50223 AMPLIFIER 4, 


V/87/45 
MAR, 45 
ASSIGNED 
issueD 
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Cw- 50225 8 TEF 

AMPLIFIER 4 

CONTAINS A RADIO FREQUENCY AMPLIFIER 
WITH 2 PEHTGOES IN PUSH-PULL WITH 
VARIASLe HNOUUCTANCE TUNING. HAS PRO- 
VISIONS FOR THE PLATE TERMINALS OF TYPE 
Cw-50222 AMPLIFIER 3 ANDO THE GRID 
TERMINALS OF TYPE CW-50224 AMPLIFIER 5. 
1/17/45 

MAR. 45 


cw- 50224 TEF 

AMPLIFIER 5 

CONTAINS THE RADIO FREQUENCY OUTPUT AMP- 
LIFIER WITH 2 TRIODES 1N PUSH-PULL WITH 
VARSABLE #NDUCTANCE TUNING. GRID TERMI- 
NALS ARE (N TYPE CW¥-S0023 AMPLIFIER 4 


WAt7/45 
MAR. 46 


cw- 50225 id 

AUDIO FREQUENCY AMPLIFIER 

SINGLE STAGE AMPLIFIER USING A PENTODE 
VACUUM TUBE WITH MAX. GAIN OF 35 db SUB- 
STANTIALLY FLAT OVER VOICE FREQ. RANGE. 
{NPUT & OUTPUT IMPEDANCES 600 OHMS. 
EQUIPPED WITH TEST & MONITORING JACKS. 
MOUNTED ON A STEEL PANEL. OPERATED FROM 
1/18/45 J68635E-1 

MAR. 45 LIST 1 & WB 


cw50225 
TYPE CN-20366 POWER SUPPLY UNIT. 


cw- 50225-a uP 

AUDIO FREQUENCY AMPLIFIER 

SINGLE STAGE AMPLIFIER USING A PENTODE 
VACUUM TUBE WITH MAX. GAIN OF 35 db 
SUBSTANTIALLY FLAT OVER VOICE FREQ, 
RANGE. INPUT & OUTPUT IMPEDANCES 600 
OHMS. EQUIPPED WITH TEST & MONITORING 
JACKS. MOUNTED ON STEEL PANEL. OPERATES 
1/38/45 J68635E-1 

MAR, 45 LISTS 1 & WA 


cw-50225-A4 
FROM TYPE CW-20566 POWER SUPPLY UNIT, 
SAME AS TYPE -$0225 EXCEPT IT HAS ONE 
ADDITIONAL LEAD. 


cw- 50226 up 

MONITOR AMPLIFIER 

SINGLE STAGE AMPLIFIER USING PENTODE VA- 
CUUM TUBE WITH MAX. GAIN OF 35 db SUB- 
STANTUALLY FLAT OVER VOICE FREQ, RANGE. 
SNPUT & OUTPUT IMPEDANCES 600 OHMS. SI- 
MILAR TO TYPE -50225-A AMPLUFEER EXCEPT 
THE TEST & MONITORING JACKS ARE OMITTED 


1418/45) J6BE35F-1 J6B635F-1 
MAR. 49 LISTS 3 & WA OR, ISS 12 
cWw- 50226 


ANO THE AMPLIFIER [S ARRANGED TO OPERATE 
ON 24 VOLT AWD 130 VOLTS OC. 


cu- 50227 uP 

TELEGRAPH ORDER WIRE PANEL 

CONSHSTS OF STEEL PAWEL EQUIPPED WITH 
FILTER, COILS, CAPACITORS, RESISTORS & 

A POLAR RELAY. PROVIDES FOR TELEGRAPH 
ORDER WIRE FACILITIES OVER A SINGLE TONE 
CHANNEL OF THE SYSTEM USING A FREQ. OF 


2465. POWER REQUIRED &%S +130 VOLT 

1748745) H-327-205 H-327-208 

MAR. 45 FIG E vss t 
ctw-50227 


TELEGRAPH BATTERY. 


cWw- 50228 uP 

BASE FREQUENCY AMPLIFIER 

USES 2 POWER PENTODE TUZES CONNECTED IN 
PUSH-PULL. USED TO RAISE ENERGY CEVEL OF 
TYPE CW-3$5068 BASE FREQUENCY OSCILLATOR 
TO PROTECT {T AGAINST CHANGES #N LOAO 
IMPEDANCE. POWER REQUIRED: 24V DC FOR 


FILAMENT ANO 130¥ DC FOR PLATE. MOUNTED 
1/38/45 S70036H-t I70036H-1 
HAR. 45 LIST 1 OR, §SS 4 

cw- 50228 
ON STEEL PANEL. SAME AS TYPE -50100 EX- 


CEPT FOR FILAMENT POWER REQUIREMENTS. 


cw- 50229 uP 

MARK CHANNEL TERMITIAL 

(CHANNEL 1-425 CYCLES): MARKING, SEND- 
ING & RECEIVING CHANNEL TERMINAL FOR 
CHANNEL 1- 425 CYCLES. CONSISTS OF A 
MODULATING CIRCUIT IN THE SENDING END 
AMO A TWO STAGE A-C AMPLIFIER IN RECEIV- 


onudsBY H-se/-b OS LIST 3 

1718/45 9700478-1 LISTS 9700473-1 
HAR. 45 1.2,5.22 € C606 iss 14 
UNG. BRANCH. OUTPUT OF cw-50229 


AMPLIFEER 1S RECTIFIED & RESULATANT OC 
CURRENT 4S AMPLIFtED USING A PENTOJE. 
OUTPUT OF AMPLIFEFR OPERATES A RECEIVING 
RELAY WHICH REPEATS SIGNALS INTO Taz DE- 
SURED TYPE DC TELEGRAPH SIGNALS. INPUT 
24V DOC FILAMENT, 130¥ OC PLATE AND 41350 
VOLTS TELEGRAPH DOC SUPPLY. 


cw- 59250 up 

SPACE CHANNEL TERMINAL 

(CHANNEL 1-595 CYCLES): SPACING, SEND- 
tnG & RECEIVING CHANNEL TERMINAL FOR 
CHANNEL 1-595 CYCLES. CONSISTS OF A HOD- 
ULATOING CIRCUIT IN THE SENDING END ANO A 
TWO STAGE A-C AMPLEFIER IN RECEIVING 


@OHCD. EY H-327-100, LEST 4 

3418/45 J700478-1 LISTS J70047B-1 

BAR. 45 1,6,22 & C 8 iss 14 
cw-50230 

BRANCH. OUTPUT OF AMPLIFIER IS RECTIFIED 


ANO RESULTANT OC CURRENT 1S AMPLIFSEO 
USING A PENTOOE. OUTPUT OF AMPLIFIER 


cw- 50231 up 

MARK CHANNEL TESMIYAL 

(CHANKEL 2-765 CYCLES) SAME AS TYPE 
CW-50229 EXCEPT 1S OPERATES ON A FRE- 
QUENCY OF 765 CYCLES. 


OMOD. BY H-327-100, LtST 3 
1418/45 =97200475-1 LISTS J70047B-1 
WAR. 45 1,2.7,22 &C BO ISS 14 


cw- 50232 uP 

SPACE CHANNEL TERMINAL 
(CHANNEL 2+935 CYCLES): 
CW50230 EXCEPT 


SAME AS TYPE 
1T OPERATES ON A FRE- 


QUENCY OF 935 CYCLES. 

@MOD. BY H-327-100, LIST 4 

1/18/45 J700478-1, LISTS J700878-4 
MAR. 45 1,8.22 & C @ (ss 14 


cw- 50233 uP 

CURRENT LIMITER 

UntT IS ARRANGED TO DELIVER A NEARLY 
CONSTANT OUTPUT WETH WIDE VARHATIONS OF 


INPUT. TWO VACUUM TUBES USED: ONE USED 
AS LIMETER AND ONE AS AMPLIFIER. POWER 
REQUIRED: 24V OC FOR FILAMENT AND 130V 
OC FOR PLATE. MOUNTED ON A STEEL PANEL. 
1418/45) W-327-120 J700473-1 
MAR. 45 LIST 1 Iss 14 


cWw- 50234 ue 

BARK CHANNEL TERMINAL 

(CHANNEL 35-1105 CYCLES); SAME AS TYPE 
Cw-50229 EXCEPT tT OPERATES ON A FRE- 
QUENCY OF 1005 CYCLES. 


@xHOD. BY H-327-100, LIST 3 
1419/45 J700476-1 LISTS J70047B- 
MAR. 45 #1,2,9,22 6 C @ ISS 14 


cw- 50235 vp 

SPACE CHANNEL TERMINAL 
(CHANNEL 3-1275 CYCLES)? 
CW-50230 EXCEPT 


SAME AS TYPE 
(T OPERATES ON A FRE- 


QUENCY OF 1275 CYCLES. 

OmMOD. BY H-327-100, LIST 4 

1419/45 J70047B8-1 LESTS J700478-1 
MAR. 45 1,10,22 6 CO tss 4@ 


cW- 50236 up 

MARK CHANNEL TERMINAL 

(CHANNEL 44-1445 CYCLES): SAME AS TYPE 
CwW-50229 EXCEPT IT OPERATES ON A FRE- 
QUENCY OF 1445 CYCLES. 


Q@mMOD. BY H-327-100, LEST 3 
1419745 J70047B-1 LISTS J700478-1 
MAR. 45 1,2,11,22 & CO ISS 14 


cw- 50237 up 

SPACE CHANNEL TERMINAL 
(CHANNEL 4-1615 CYCLES) 
Cw-50230 EXCEPT 


SAME AS TYPE 
4T OPERATES ON A FRE- 


QUENCY OF $615 CYCLES. 

@moo. BY H-3527-100, LIST 4 

1719745 J700478-! LISTS J700473-1 
WAR. 45 1,12,22 & CO bss 14 


cW- 50238 uP 

MARK CHANNEL TERMINAL 
(CHANNEL 5-1785 CYCLES): 
CwW-50229 EXCEPT 


SAME AS TYPE 
1} OPERATES ON A FRE- 


OPERATES A RECEIVING RELAY WHICH RE- QUENCY OF 4785 CYCLES, 
PEATS S#GNALS INTO THE DESIREO TYPE DOC 
TELEGRAPH SIGNALS. INPUT 24V OC FiLaA- 
MENT, T3SOV OC PLATE ANDO +130V TELEGRAPH @mMO0. BY H-327-100. LEST 3 
OG SUPPLY. 1419/45 J700478-1 LISTS J7004738-1 
ASSIGNED assign | SAR. 45 1,2.615,22 & CO ISS 14 
{ssveEed ISSUED 
[care | aneasruntr® | SSNHSACTHIN, batt MARTH | RANA care | MEQEATHSS | SAUNT | 
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cH- 50239 up 

SPACE CHANNEL TERMINAL 

(CHASSEL 5°1955 CYCLES): SAME AS TYPE 
Cw-50@230 EXCEPT IT OPERATES ON A FRE- 
QUENCY OF 1955 CYCLES. 


OmMOD, BY H-327-100, LIST 4 
17349745 J$700478-1 LISTS J970047B-1 
HAR. 45 1,14,22 & CO tss 14 


cw- 50240 up 

MARK CHANNEL TERMINAL 

(CHANNEL 6-2125 CYCLES): 

SAME AS TYPE C¥-50229 EXCEPT IT OPERATES 
ON A FREQUENCY OF 2425 CYCLES. 


$5700478-1, LISTS $42.15,22&C MOD BY 
H-S27-16C. LIST 5 
1/49/45 SEE ABOVE 
MAR. 45 


#700473-3 
ISSUE 14 


cw- 50241 uP 

SPACE CHANNEL TERMINAL 

(CHANNEL 6-2295 CYCLES): SAME AS TYPE 
CW-50230 EXCEPT IT OPERATES ON A FREQ. 
OF 2295 CYCLES. 


@J700478-1 LISTS 1,16,22 & C MOD. BY 
H-527-100, LIST 4 
1f19/45 @SEE ABOVE 
HAR. 45 


J70047B-1 
ISSUE 14 


cw- 50242 uP 

CHANNEL SHIFTER 

CONSISTS OF COILS, FILTERS &@ COPPER 
CXIDE VARISTOR MGUNTED ON STEEL PANEL. 
USED IN CONNECTION WITH TYPE CW-35083 
CHANNEL OSCILLATOR TO INVERT & SHIFT 
PART OF ENERGY FROM SENDING TERMINAL TO 
FREQ, RANGE FROM 2305 CYCLES TO 4845~. 
¥/19/45 JERSI4A+) J-6B31GA-1 
MAR. 45 LIST) HSSUE 4 


cw- 50243 up 

CHANHEL RESTORER PANEL 

A STEEL PANEL EQUIPPED WITH COILS, 
CAPACITORS, RESISTORS AND VARISTORS. 
USED #N CONJUNCTION WITH TYPE CW-35084 
CHANNEL OSCILLATOR TO RESTORE @IVERSITY 
FREQUENCIES TO ARRANGE FROM 756 CYCLES 
TO 2805 CYCLES. 

1/19/45 Y6aEst4c-1 

WAR. 45 List| 


Cw- 50244 uP 

REGENERATOR REPEATER 

SYNCHRONIZER UNIT? A STEEL PANEL 
EQUIPPED WITH CAPACITORS, KEYS, LAMPS, 
JACKS, POTENTIOMETERS, RELAYS, REStSTORS 
AND ONE VACUUM TUBE, APPARATUS & CON- 
TROLS ARE ON FRONT OF PANEL WITH ALL OF 
WIRING AT REAR. TERMINAL STRIPS ARE PRO- 


4/19/45 x-666918-1 X-666918-1 
Rag. 45 LIST ISSUE 2 
cw- 50244 


ViOED FOR EXTERNAL CONNECTIONS. 


cw¥- 50245 GOS & UP 

AUDIO FREQUENCY AMPLIFIER 

A TWO-STAGE AMPLIFIER WITH BUILT-IN 
POWER SUPPLY i 1 MAY BE OPERATED FROM 
EXTERNAL PO SuPPLY (05 TO 125/1/50 10 
60. HAS GAIN OF 465 db WHOM CONNECTED TO 
A 600 OHM% FNPUT AND 20d WHEN OPERATED 
AS A HIGH €10,C00 OHMS) BRIDGING AMPLI- 


1/49/45 D-152301 


MarR. 45 


[bare MAIVEASTHRERS 


SRST, 


cw- 50245 
FIER GAIN MAY BE ADJUSTED IN 2 db 
STEPS; HAS FREQ. RANGE FROM 3U TO 
10,900 CYLLES. MOUNTED ON DEPRESSED TYPE 
STEEL PANEL WITH FRONT MAT @ 1S ARRANGEO 
FOR MOUNTING ON A 19" RELAY RACK, 


cw- 50246 TEF 

MODULATOR. (18) 

CONTAINS A BALANCED MODULATOR WHICH 
TRANSLATES AUDIO FREQUENCIES 125 KC TO A 
BAND OF 119 TO 124.9 KC. SAME AS NAVY 
TYPE -50218 EXCEPT FOR ONE TRANSFORMER 
WHICH ENABLES OPERATION ON 125.1 TO 131 
Ke. 

272445 

MAR. 45 


cG- 50247 Us 

OISCRIMENATOR UNIT 

CONTAINS 2 PARALLEL CIRCUITS, ONE TO AT- 
TENUQTE THE LOCAL SIGHAL IN STEPS OF 10 
db t2 db. 500 OHMS INPUT AND 50 OHMS 
OUTPUT; THE OTHER BRANCH IS A SIGNAL 
AMPLIFIER WITH A BIAS DRIVER STAGE TO 
PROVIDE ATTENUATION TO THE LOCAL SIGNAL. 
2/7/45 = DL4WS79A 

MAR. 45 


CG- 50247 
THE GAUN OF THE AMPLIFIER FOR THE RE- 
MOTE SIGNAL §S 6 db 42 db AT 1850 KC AND 
FROM 1700 TO 2000 KC. GAIN VARIATION 
OOES NOT EXCEEO tt db WHEN TERMINATED 
(N A 360 OHA NON-REACTIVE LOAD. SUPPLY 
altSZ0455 TO 65. 1.2 AMPS 126 WATTS. 


crv- 50248 MAR 

MODULATOR -OYSAMOTOR UNIT 

INCLUDES MODULATOR WITH PROVISIONS FOR 

A MICROPHONE ANDO HEADSET OR FOR HEADSET 
ONLY, HAS TERMINATION FOR ONE MILE FIELO 
WIRE COMMUNICATION. HAS EQUIPMENT ON-OFF 
SWITCH. ALSO #NCLUDES DYNAMOTOR FOR HIGH 
VOLTAGE SUPPLY OF TRANSMITTER, MODULATOR 
2420045 CRVSM-439162 
MAR. 45 Rev 1 


crv- 50248 
AND RECEIVER. #NCLUDES COMPARTMENT FOR 
ACCESSORIES ANO SPARES. SUBSYERSION PROOF 
WITH CARRYING HANDLES ON SIDE. 


cw- 50249 cw-50250 

FOUR WIRE TER¥ENATING UNET 

THIS UNtT MOUNTS TWO SECTIONS, EACH OF 
WHICH #IS USED TO CONNECT A FOUR WIRE RA- 
DIO OR LAND-LINE CIRCUIT TO A TWO-WERE 
SwWeTCHBOARD OR STATION TFERMIKATION. EACH 
TRANSMITTING & RECEIVING LINE (INCLUDES A 
WESTERN ELECTRIC TYPE @9N(3d9) PLUG-IN 
346/45 = 6 B7320-2 

MAR. 45 LISTS 1&2 


CH-50249 
PAD. 


ASSIGHED 
ISSUED 


cW- 50250 FoR USE WITH UN 

FOUR WIRE TERMINATING AND 

SUGHALING @AY? CONSISTS OF THE FOLLOW- 
1G NavY TYPES (1) Cw-20537 RECTIFIER 
POWER UKIT, (4) CW-25486 SIGNALING AP 
FLYUKG UNIT (20 CYCLE), (4) Cw-35989 
Rew5tR OSCILLATORS, Cl» CW-35090 RINGING 
SUPPLY UNIT, (2) CW-50249 FOUR WtRE TER- 
3/6/45 = -X-66016Y 

MAR. 45 


cH- 50250 
MINATING UN( TS. MOUNTED IN A STEEL CABI- 
NET. WILL ACCO“MODATE (4) FOUR WIRE CER- 
CUTS TO (4) THOeWIRE TERMINATIONS. OPE- 
RATES FROM 110 TO 12571750 TO 60. 


CED- 50251 Lx-!1 

MODULATOR: 

INPUT: 6.3/150V DC, 0.15/0.008 AMPS. 
0.25 MEGOHMS AUDIO INPUT IMPEDANCE AND 
42 VOLTS FOR EXT. MODULATION. OUTPUT? 
0-75 VOLTS FOR 75% MODULATION. INT. 
MODULATION 1000 CPSt5%, EXT. MODULATION 
100 CPS TO 20 KC. FREQUENCY RESPONSE: 
3/22/45 CFD-180-591-3 
APR. 45 


CFD- 502517 
FLAT WITHIN £1 D8 OVER 200-10000 CPs; 
FLAT WITHIN +5 08 OVER 100-2@000 CPS, 


ckB- 50252 PR RE T3A1C77A 
AMPLIFIER UNIT: ADDENOUM 1 
INPUT CONSISTS OF THREE 50/250/500 

OHM CHANNELS, ONE 600 OHMS CHANNEL AND 
ONE 5000/500,000 OHM CHANNEL. POWER 
OUTPUT: 60 WATTS AT 1000 CPS. FREQUENCY 
RESPONSE #3 db OVER FREQUENCY RANGE OF 
50 TO 800 CYCLES. OUTPUT IMPEDANCE: 
3/23/45 41. 0A0A242-5 

APR, 45 


ckB- 50252 
50/30/15/3/4/2.5 OHMS. 5% MAXIMUN 
DISTORTION. MOUNTED £6 A CASE, OPERATES 
FROM TYPE CKG-20403 RECTIFIER POWER 
UNIT. 


CW- 50253 AN/TPS-138 

I.F. AMPLIFIER? 

WIDTH 60 MC TO 0.6 MC tO.1 MC. 
POWER OUTPUT 4 VOLTS ACROSS 10,909 ONYS, 
NORMAL GAIN 90 db GAIN CONTROL RAVE 

20 db TO 115 db. PLUG-IN TYPE wiTH COILS 
RESISTORS, CAPACITORS AND EIGHT VacuUs 
TUBES WiTiH SHIELOS ASSEMBLED IM & METAL 
3/29/45 8x-416400 Bx-416400 

APR. 45 1SS. 6 


cw- 50253 


CHASSIS, TROPICALIZED. 


pate ACR | AANHIAP RUT 


oate MARUAGTNBR® | RANATACTUE | 
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CRV- 50254 GEN. RADIO USE RE 1349058 
SPEECH INPUT EQUIPMENTS 

INPUT 110/1/50 OR 60. INPUT LEVEL: ZERO 
Ob (0.006 WATT) FROM A 35 OHM CAR30N 
MICROPHONE OR 200 OR 600 OHM AUDIO LINES. 
FREQUENCY RANGE: 300 TO 3500 CYCLES. 
NORMAL OUTPUT LEVEL: 1.6 WATTS INTO A 
500 OHM LOAD. HAS AUTOMATIC GAIN CON- 


3/30/45 mi-24750 CRVeW-TSESTS 
APR. 45 REV 3 
erv- 50254 


TROL. PROVIDES A SOURCE OF 12¥ DC POWER 
FOR OPERATION OF MICROPHONES, INDICATORS 
AND RELAYS. HOUSED IN AN ALUMINUM ALLOY 
CA3INET EQUIPPED WITH TYPE CAU~S1062 
HANDSET. 


ce- 50255 vt 

SERVO AMPLIFIER? 

CONTROLS THE FIELD OF -2TACN MOTOR DYNA- 
MO AMPLIFIER UNIT. SUPPLY 115/1/60 AND 
OUTPUT OF SCT SYRCHROS. CONTAINS THO 
6L6 TUBES. 


*T-8675954 REV 2 CRV:W-(34112 SUB O 
4/10/45 *SEE ABOVE 
APR. 45 


cH- 50256 QDA 

DRIVER AMPLIFIER UNIT 

A SENGLE STAGE, CLASS AB2 AMPLIFIER USING 
Six 807 TUBES IN PARALLEL PUSH-PULL 
HAVING APPROXIMATELY 150 WATTS OUTPUT. 
COMPONENTS MOUNTED ON A HINGED PANEL AND 
FRAMEWORK WHICH IS MOUNTED IN TYPE CW- 
10534 TRANS“(TTER-RECEIVER CAZINET. 


4/28/45 0-171069 8-158005 
MAY 45 (SSUE 1 
cw-50256 


HENGED FRONT PANEL IS ARRANGED WITH AN 
A+C OISCONNECT SWITCH AND A REMOTE 
GUARD LAMP SWITCH. PART OF TYPE CW-43068 
TRANSMETTER-RECEIVER ASSEMBLY. 


ew- 50257 QDA 

TILT CONTROL AMPLIFIER UNIT 

UNtT &S USED TO PROVIDE POWER TO DRIVE 
A 0.5 HP LOW INERTIA MOTOR ON THE FYPE 
78289 HOIST TILT MECHANIS™ WHICH MAIN- 
TAUNS PROJECTOR AT THE ANGLE DETERMINED 
BY THE COMPUTER. PROVIDES EXCITATION 
VOLTAGES FOR CERTAIN SYNCHRO GENERATORS 
4028/45 0-171077 

MAY 45 


cw- 50257 
UN THE COMPUTER AND MISCELLANEOUS VOLT- 
AGES FOR THE TYPE CW-55183 RECORDER AND 
CONTROL CONSOLE. 


cc- 50258 TEH 16TS3CRED 

LOW POWER AMPLIFIER 

(NPUTS 230/1/50 OR 60. 5 KVA. FREQUENCY 
RA 1700 KC TO 2000 KC. HAS BUILT IN 
POWER SUPPLY. OUTPUT: 150 KH-NOMENAL 
PEAK. 

PaRT OF TYPE CG-52359 TRANSMITTER AS- 
SEMBLY 

o42045 CGr#SK-€2647 -13- 


JUN. 45 107 ASSIGNED 
Issueo 


cc- 50259 TEH TETI3CRE) 
HIGH POWER AMPLIFIER 

FREQUENCY RANGE: 1700-2000 KC. OUTPUT: 
1000 KW, NOMINAL. 


PART OF TYPE CG-52359 TRANSMITTER AS- 
SEMGBLY 


572065 CGLESK-E2647-13 - 
JUN. 45 107 
cCANY- 50260 0280 RETSATOT3A 


GONIOMETER & COUPLING UNET 

CONTAINS CONHECTURS USED IN MAKING CON- 
NECTIONS TO ALL OTHER UNITS OF THE 
EQUIPMENT: A GONIOM“ETER SYSTEM; AND AMP- 
LEFLER & POWER SUPPLY FOR ENERGIZING AN 
OSCILLOSCOPE {8 TYPE CANY-*23505°REMOTE 
CONTROL UNIT. UNIT tS FED 115717400 BY 
5/7/45 

JUN. 45 


cany- 50260 
ROTATING MACHINES. CONNECTION TO TYPE 
CANY-46280 RADIO RECEIVER MADE BY MEANS 
OF CONNECTORS AT TOP OF UNIT & CONNEC: 
TUONS TO POWER SOURCE. ANTENNA SYSTEM 
AND TYPE CANY*23505 BY AN CONNECTORS ON 
FRONT PANEL. 


caY- 50261 TBM+13 

MOOULATOR UNIT 

SUPPLY: 115V QC. 230V DC, 22073760 OR 
440/3/50. SAME AS NAVY TYPE -50065-8 EX- 
CEPT USES JAN GRADE t., CLASS F RESISTORS 
AND WHEREVER POSSI3LE JAN COMPONENTS 
US#NG STANDARD VALUES. ALSO HAS SMOOTH 
GRAY FINISH. 

5s8/45 

JUN, 45 


cCM- 50262 GEN. RADAR USE 16A19CRE) 
OC SYNCHRO AMPLIFIER 

MIXES SYNCHRO SIGNALS #N STANDARD SERVO 
SYNCHRO SYSTEM FOR USE WITH RADAR EQUIP- 
MENT. CONSISTS OF A 1$15/2/60 SERVO 
MOTOR, TWO SCT SYNCHROS AT 1-36 SPEED 
AND A SERVO AMPLIFIER FOR INPUT AND A 
60G SYNCHRO AT 1 SPEED FOR OUTPUT. SAME 
578745 

JUN. 45 


cm-50262 
AS -50202 EXCEPT 705 SYNCHRO REMOVED AND 
60G SYNCHRO CAPACITOR ADDED. 


coe- 50263 YR 

ORIVER AMPLIFIER 

ENCLUDES A CONSTANT OUTPUT AMPLIFIER, A 
COMPRESSION METER, A SPEECH ATTENUATOR. 
AND A MASTER ATTENUATOR. THE UNIT PRO- 
VIDES THE NECESSARY ORIVING POWER FOR 
THE 849 MODULATOR TUBES, 


JUN. 45 


coe- 50264 YR 

POWER AND CONTROL ASSEMBLY 

CONSISTS OF ONE EACH OF THE FOLLOWING 
NAVY TYPES: -20428, -20429, -20430, 
*29651, -35100, -50263, 


S/¥2045 
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ASSIGNED 
tssutD 


J 


coe- 50265 YR 

SPEECM INPUT AMPLIFIER 

CONSHSTS OF A MICROPHONE MATCHING (NPUT 
TRANSFORMER ANB & THR STAGE AMPLIFIER 
WETH AN OUTPUT TRANSFORMER FOR COUPLING 
TO A TELEPHONE Ltwe,. ALSO CONTAENS AN 
ATTENUATOR AND AN OUTPUT LEVEL METER« 
SELF-CONTAINED POWER SUPPLY; GETS POWER 
SL12045 

JUN, 45 


coe- 50265 
SUPPLY FROM NAVY TYPE -23506 REMOTE CON- 
TROL UNIT. 


crH- 50266 NXsr-47382 

AUDEO AMPLIFIER 

(NPUT: 110 TO 120V, 1 PHASE. 50 TO 60 
CYCLES, 105 WATTS. OUTPUT: 10 WATTS UN- 
DISTORTED OR +32-2 db. HAS ONE MEOTUM 
LEVEL @NPUT CIRCUST FOR HIGH IMPEDANCE 
CRYSTAL OR MAGNETIC PHO:.O PICKUP, 82 db 
GatN, MEASUREMENTS BASED ON 100,000 OHMS 
9419745 T-3iWl0 

JUN. 45 


cTH- 50266 
(INPUT {MPEDANCE. OUTPUT *MPEDANCES 
AVAILABLE AT 6, 8. 16. 250 OR $00 ONKNS. 
FREQUENCY RESPONSE WITuia + 1 dh FROM 30 
TO 15,000 Crepes. 14" LONG, 7 778" HIGH, 
8" DEEP. 


cuz- 50267 NXgr-91905 16AT6 CRE) 
NOWLE PEAK LIMITER 

LUMITS PEAKS OF NOISE GREATER THAN SIG- 
NAL BY RENDERING RECEIVER INOPERATIVE 
OURING PEAKS, PLUGS INTO SOCKET OF SEC- 
OND DETECTOR OF THE 8C-633a ARMY RECELY- 
ING EQUIPMENT. INCLUDES A 6H6 NOISE Lie 
MITER OVODE AND A TOGGLE SWITCH TO DIS- 


5/28/45 NII CUZ:NPL<I 
JUN. 45 ALT O 
cuz- 50267 


CONNECT NOISE PEAK LIMITER FROM RECEIVER 
CIRCUIT. 


pare | MANUFACTURER'S SHASTA 
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